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NOTES:
1. MATERIAL:
HOOK & LOOP: NYLON WOVEN
GROMMET: BRASS WITH BLACK OXIDE FINISH
BUCKLE: NYLON, COLOR: BLACK

RKWDE

HOOK LOOP BUCKLE GROMMET
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HOOK LOOP BUCKLE

 W 

 L 

RKWDG

HOOK LOOP BUCKLEGROMMET

 W 

 L 
 .25 

BLACK ORANGE BLACK ORANGE BLACK ORANGE

‐ ‐ ‐ ‐ RKWDE‐12‐12‐BK ‐ 10.5 (267) 2‐3/8 (60)
‐ ‐ ‐ ‐ RKWDE‐12‐18‐BK ‐ 16.5 (419) 4‐1/4(108)

RKWD‐12‐12‐BK ‐ RKWDG‐12‐12‐BK ‐ ‐ ‐ 12.0 (305) 2‐7/8 (73)
RKWD‐12‐18‐BK ‐ RKWDG‐12‐18‐BK ‐ ‐ ‐ 18.0 (457) 4‐3/4(121)
RKWD‐16‐9‐BK RKWD‐16‐9‐OR RKWDG‐16‐9‐BK RKWDG‐16‐9‐OR RKWDE‐16‐9‐BK RKWDE‐16‐9‐OR 9.0 (229) 1‐7/8 (48)
RKWD‐16‐12‐BK RKWD‐16‐12‐OR RKWDG‐16‐12‐BK RKWDG‐16‐12‐OR RKWDE‐16‐12‐BK RKWDE‐16‐12‐OR 12.0 (305) 2‐7/8 (73)
RKWD‐16‐15‐BK RKWD‐16‐15‐OR RKWDG‐16‐15‐BK RKWDG‐16‐15‐OR RKWDE‐16‐15‐BK RKWDE‐16‐15‐OR 15.0 (381) 3‐3/4 (95)
RKWD‐16‐20‐BK RKWD‐16‐20‐OR RKWDG‐16‐20‐BK RKWDG‐16‐20‐OR RKWDE‐16‐20‐BK RKWDE‐16‐20‐OR 20.0 (508) 5‐1/2 (140)
RKWD‐16‐24‐BK RKWD‐16‐24‐OR RKWDG‐16‐24‐BK RKWDG‐16‐24‐OR RKWDE‐16‐24‐BK RKWDE‐16‐24‐OR 24.0 (609) 6‐5/8 (168)
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