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K e y  F e a t u r e s B e n e f i t s

Safety Ease™ Safety Sign Software

Over 3,400 pre-defi ned ANSI, OSHA, 
and ISO signs, labels, and tags 
design formats 

Quick and easy creation of signs, labels, and tags that comply with workplace 
safety regulations contributing to the protection of employees and equipment 
from unexpected hazards

Multiple pre-installed language 
options (English, Spanish, French, 
and Portuguese)  

Allows bilingual signage to be easily made for optimal workplace safety

Safety Ease™ Printable Media

Innovative inkjet printable 
polyester media

Withstands moisture and provides chemical and tough abrasion resistance for 
outstanding durability in industrial environments 

Super-tack adhesive Delivers strong adhesion, eliminating curling to maintain fi xed mounting over the 
life of the sign 

Permanent or removable adhesive 
and die cut panels options

Allows for quick, easy design, and application of signs, labels, and tags in 
the workplace

Safety Ease™ 
Safety Sign Software 
and Printable Media 

Panduit offers Safety Ease™ Safety Sign 

Software and Printable Media to create and print 

ANSI, OSHA, and ISO formatted signs, labels, and 

tags from an existing computer and printer. Safety 

Ease™ Safety Sign Software and Printable Media includes user-friendly 

safety sign software and high performance polyester printable media for 

use with inkjet and laser printers. This safety solution is designed to achieve 

workplace safety throughout the physical infrastructure by helping to ensure 

hazards are properly identifi ed and aid in the compliance with safety standards.

w w w. p a n d u i t . c o m



Safety Ease™ Safety Sign Software

• Software features a library of more than 3,400 signs, labels, and tags 
 formats to cover a wide range of safety applications

• Custom signs, labels, and tags can be easily generated by editing 
 pre-determined label formats or creating your own

• Company logos, symbols, and other graphics can be easily imported by 
 using the software 

• (26) ANSI Z535.2 formats, OSHA compliant designs, and ten 
 standard signal words in ANSI, OSHA, and ISO-harmonized styles 
 insures the creation of signs, labels and tags that comply with 
 industry standards 

• Available with over 500 symbols to select from including: ANSI, ISO, GHS, 
 European Chemical Hazard, NFPA, HMIS-style 

• Pre-defi ned signs, labels and tags, available in English, Spanish, 
 Canadian French, and Brazilian Portuguese. Safety Ease safety sign 
 software supports worldwide character set and provides standard signal 
 words in 25 additional languages allowing you to print signs using these 
 additional languages

S y s t e m  R e q u i r e m e n t s

• Windows^ XP, Vista, 7 or 8 (32 and 64 bit versions)

• 280 MB hard drive space and 96 MB RAM (256 MB RAM recommended), Minimum 400 MHz processor

• CD-ROM drive

• Mouse or compatible pointing device allows you to print 

WARNING
Explosive 
material. 
Authorized 
personnel 
only.

3,400 Predefi ned 

Safety Signs

DANGER

DANGER

DANGER

ISO-Harmonized Signal Words

ANSI Signal Words

OSHA Signal Words

ANSI, OSHA, and 

ISO Signal Words

CAUTION

Hydrogen. 
No smoking. 
No open flames.

ATTENTION
Hidrógeno. 
Prohibido fumar. 
No trabaje con llama 
abierta.

Bilingual Formats

Part Number Description

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.

SEZ-SN-CD Safety- Ease™ Safety Sign Software, CD-ROM. 1 10

Safety Ease™ Safety Sign Software and Printable Media 

^WINDOWS is a registered trademark of Microsoft Corporation in the United States and/or other countries.



Safety Ease™ Printable Media for Inkjet and Laser Printers

• Specially designed polyester media withstands moisture and provides chemical 
 and tough abrasion resistance for outstanding durability in demanding 
 industrial environments

• Tear resistant polyester material

• Excellent durability rating when recommended inks* are used for extended 
 life in harsh environments 

• Super–tack permanent adhesive option available for inkjet and laser media, 
 strong adhesion eliminates curling and maintains fi xed mounting over the life of 
 the sign 

• Features die cut panels, permanent and removable adhesive options and a 

 durable fi nish which eliminates the need for over laminates in most applications 

Part 
Number Description

Signs 
Per 

Sheet

Sign Size

Std.
Pkg. 
Qty.

Width Height

(In.) (mm) (In.) (mm)

8.50"W x 11.00"H Adhesive Sheets for Use with Inkjet Printers

SEZ0811I Polyester inkjet permanent adhesive. 1 8.50 215.9 11.00 279.4 25

SEZ0810I Polyester inkjet permanent adhesive. 1 8.00 203.2 10.00 254.0 25

SEZ0508I Polyester inkjet permanent adhesive. 2 5.00 127.0 8.00 203.2 25

SEZ0405I Polyester inkjet permanent adhesive. 4 4.00 101.6 5.00 127.0 25

SEZ0204I Polyester inkjet permanent adhesive. 8 2.50 63.5 4.00 101.6 25

SEZ0811RI Polyester inkjet removable adhesive. 1 8.50 215.9 11.00 279.4 25

SEZ0810RI Polyester inkjet removable adhesive. 1 8.00 203.2 10.00 254.0 25

SEZ0508RI Polyester inkjet removable adhesive. 2 5.00 127.0 8.00 203.2 25

SEZ0405RI Polyester inkjet removable adhesive. 4 4.00 101.6 5.00 127.0 25

SEZ0304RI Polyester inkjet removable adhesive 4 4.50 114.3 3.00 76.2 25

SEZ0204RI Polyester inkjet removable adhesive. 8 2.50 63.5 4.00 101.6 25

8.50"W x 11.00"H Adhesive Sheets for Use with Laser Printers

SEZ0811L Polyester laser permanent adhesive. 1 8.50 215.9 11.00 279.4 25

SEZ0810L Polyester laser permanent adhesive. 1 8.00 203.2 10.00 254.0 25

SEZ0508L Polyester laser permanent adhesive. 2 5.00 127.0 8.00 203.2 25

SEZ0405L Polyester laser permanent adhesive. 4 4.00 101.6 5.00 127.0 25

SEZ0204L Polyester laser permanent adhesive. 8 2.50 63.5 4.00 101.6 25

*Recommended inks include Epson® DURABrite Inks.

Safety Ease™ Safety Sign Software and Printable Media 



Printable Rigid Sign and Tag Carrier Media 

WORLDWIDE SUBSIDIARIES AND SALES OFFICES

For a copy of Panduit product warranties, log on to www.panduit.com/warranty
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For more information

Visit us at www.panduit.com

Contact Customer Service by email: cs@panduit.com

or by phone: 800.777.3300

I n d o o r  R i g i d  V i n y l  S a f e t y  T a g  C a r r i e r s  f o r  L a s e r  a n d  I n k  J e t  P r i n t e r s

• Create your own rigid indoor tags with protected legends in minutes using a laser or 
 ink jet printer

• Create custom tags using SEZ0304RI, peel off, and insert into the 

 self-laminating carrier

• Using the PST Tag carrier allows tags to be resistant to chemicals and acids

Part 
Number Description

Sign Size
Std.
Pkg. 
Qty.

Width Height

(In.) (mm) (In.) (mm)

SEZ0304RI Polyester inkjet removable adhesive printable media for 
use with tag carriers four tags per sheet.

3.00 76.2 4.50 114.3 25

PST-2 Self-laminating tag carriers for use with SEZ0304RI. 
Front only lamination.

3.25 82.6 5.75 146.1 5

PST-4 Self-laminating tag carriers for use with SEZ0304RI. 
Front only lamination.

3.50 88.9 5.75 146.1 5

PST-5 Self-laminating tag carriers for use with SEZ0304RI. 
Front and back lamination.

3.50 88.9 5.75 146.1 5

Part 
Number Description

Sign Size
Std.
Pkg. 
Qty.

Width Height

(In.) (mm) (In.) (mm)

SEZ-RSB2 Rigid sign blank polyethylene for use with SEZ0810I or SEZ0810L. 8.00 203.2 10.00 254.0 5

SEZ-RSB1 Rigid sign blank polyethylene used with SEZ0508I or SEZ0508L. 5.00 127.0 8.00 203.2 5

R i g i d  S i g n  M e d i a

• Convert Safety Ease™ Printable Adhesive Media to rigid signs using Safety Ease™ 
 Software and SEZ0508I, SEZ0508L, SEZ0810I or SEZ0810L Safety Sign Blanks

• Print signs using Safety Ease™ Software and a laser/ink jet printer 

• Peel off sign and adhere to the rigid sign blank 

Safety Ease™ Safety Sign Software and Printable Media 
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