
Chipsmall Limited consists of a professional team with an average of over 10 year of expertise in the distribution

of electronic components. Based in Hongkong, we have already established firm and mutual-benefit business

relationships with customers from,Europe,America and south Asia,supplying obsolete and hard-to-find components

to meet their specific needs.

With the principle of “Quality Parts,Customers Priority,Honest Operation,and Considerate Service”,our business

mainly focus on the distribution of electronic components. Line cards we deal with include

Microchip,ALPS,ROHM,Xilinx,Pulse,ON,Everlight and Freescale. Main products comprise

IC,Modules,Potentiometer,IC Socket,Relay,Connector.Our parts cover such applications as commercial,industrial,

and automotives areas.

We are looking forward to setting up business relationship with you and hope to provide you with the best service

and solution. Let us make a better world for our industry!

Contact us
Tel: +86-755-8981 8866 Fax: +86-755-8427 6832

Email & Skype: info@chipsmall.com Web: www.chipsmall.com

Address: A1208, Overseas Decoration Building, #122 Zhenhua RD., Futian, Shenzhen, China

    



iFor service and technical support, call 800-777-3300 (outside the U.S. and Canada, see back cover).
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PANDUIT ® is a Global Leader
Providing Innovative Wire
Management Solutions.

■ Stainless Steel Systems

■ Cable Ties and Accessories

■ Raceway Systems

■ Routing Systems

■ Identification Systems

■ Power and Grounding Systems

■ Terminals

■ Safety and Facility Solutions

PANDUIT ® PAN-STEEL ®  

Stainless Steel Ties are engineered 
to outlast the toughest corrosive 
and environmental extremes.

Now a revolutionary new locking head design makes 
them the highest rated loop tensile strength, tightest 
clamping, easiest threading ball locking ties in the world. 

The increased performance of the PAN-STEEL ® System 
provides an extra margin of safety and lower installed cost.

■ Withstands harsh environments

■ Unique locking ramp

■ Self-locking with low thread force

■ Fully rounded edges

■ Type 304 and 316 stainless steel

■ State-of-the-art tooling

New  aggressive locking head*

Quicker locking, tighter installation

Exclusive lead in design*

Wider entrance for easier threading

2

1

Innovative displacement lock*

Assures superior locking strength

3

 *  Patented

 * *  Patent Pending

Unique locking ramp
Assures locking in any position

5

4

Strengthening ribs**

Stronger head increases lock strength

6

Extended retaining tab
Increases overall tie strength

1

2 3 5

4

A Revolutionary New Design in Stainless Steel Ties
Self-Locking Head Construct ion

6

Military Specification

MIL-S-23190E

ABS Programs

Cert. 99CH18282-X

Bureau Veritas Det Norske Veritas Lloyd’s Register 

of Shipping

WAVE-TY ™ Stainless
Steel Ties

General Purpose Ties

Nylon 11 Coated Ties
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PPAANN--SSTTEEEELL
® SSyysstteemm

The PAN-STEEL
® System provides a st rong, durable method of bundling, ident ifying and fastening,

which can be used in virtually all indoor, outdoor and underground (including direct  burial)

applicat ions, where severe environmental condit ions exist . The t ies are designed for use in

crit ical applicat ions where st rength, vibrat ion, radiat ion, weathering, corrosion and temperature

extremes are a factor.

• High strength

• Long life

• Weather resistant

• Chemical resistant

• Temperature extremes

• Radiation resistant

• Permanent identification

PANDUIT
® offers unique products to meet  customer needs:

Metal Locking Ties — Excellent performance in any environment

Nylon 11 Select ively Coated Ties — Strength of steel, protect ion of nylon

WAVE-TY
™ Stainless Steel Ties — Maintains a high tension grip on non-resilient  objects

Fully Coated Ties — Polyester coated for addit ional bundle protect ion

Strapping — Reduces installat ion t ime and leaves no sharp edges

Mounts and accessories — Used w ith PAN-STEEL
® t ies and st raps to speed and

simplify mount ing

Permanent  ident ificat ion products — Custom ident ificat ion for harsh environments

State-of-the-art  tooling — Speed installat ion and lower installed cost
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TTRRUUCCKK  EENNGGIINNEESS

AAUUTTOOMMOOTTIIVVEE

PANDUIT
®

PAN-STEEL
® Stainless Steel Ties (t ype MLT) are used to fasten thermal insulat ion blankets to jet

engine manifolds and tubes.

PANDUIT
®

PAN-STEEL
® Stainless Steel Ties are used to secure insulat ion envelopes to duct ing in

aircraft  fuselages.

PANDUIT
®

PAN-STEEL
® Stainless Steel Ties are used to fasten thermal insulat ion blankets to t ruck engine

exhaust  pipes.

PANDUIT
®

PAN-STEEL
® Stainless Steel Ties are used to fasten constant  velocit y (CV) boots on front  wheel

drive automobiles.

The t ies provide high st rength, low  profile and low  weight  design, which are more efficient  than

convent ional fasteners.The t ies are temperature tested to over 1000° F (538°C) for performance under

cont inuous high temperature condit ions.

The t ies can be installed w ithout  disassembling the constant  velocit y (CV) joint  which saves installat ion

t ime and lowers installed costs.The stainless steel t ies provide excellent  weather resistance and corrosion

resistance for long life w ith high st rength and low  weight .

PPRRIIMMAARRYY  BBEENNEEFFIITT

PPRRIIMMAARRYY  BBEENNEEFFIITT

PPRRIIMMAARRYY  BBEENNEEFFIITT

PPRRIIMMAARRYY  BBEENNEEFFIITT

Installat ion tooling w ith controlled tension and auto cut -off capabilit y significant ly reduces cost  of

installat ion.The low  weight, high st rength of the t ies makes them more efficient  and reliable than

convent ional fasteners.The stainless steel t ies have been temperature tested to over 1000° F (538°C) to

provide excellent  cont inuous service over the ent ire temperature range and to provide long life.

The t ies have been tested to over 1000° F (538°C) which provides excellent  cont inuous service over the

ent ire operat ing range.The single w rap, self- locking low  weight  design provides improved efficiency

and reliabilit y.

PANDUIT
®

PAN-STEEL
®  Applications

AAUUTTOOMMOOTTIIVVEE

PANDUIT
®

PAN-STEEL
®

WAVE-TY
™ Stainless Steel Ties and the PPTMT Pneumat ic Installat ion Tool are used to

fasten heat  shields on automot ive exhaust  assemblies.

PPRRIIMMAARRYY  BBEENNEEFFIITT

Pneumat ic installat ion tooling w ith controlled tension and automat ic cut -off capabilit y speeds

installat ion t ime and lowers installed costs. WAVE-TY
™ Stainless Steel Ties retain tension on a solid bundle

where other stainless steel t ies w ill not  funct ion.
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MMAAIINNTTEENNAANNCCEE  AANNDD  RREEPPAAIIRR  ((MMRROO))

MMAAIINNTTEENNAANNCCEE  AANNDD  RREEPPAAIIRR  ((MMRROO))

PPEETTRROOCCHHEEMMIICCAALL  PPRROOCCEESSSSIINNGG

NNUUCCLLEEAARR  PPLLAANNTTSS

PPRRIIMMAARRYY  BBEENNEEFFIITT

PPRRIIMMAARRYY  BBEENNEEFFIITT

PPRRIIMMAARRYY  BBEENNEEFFIITT

PPRRIIMMAARRYY  BBEENNEEFFIITT

The t ies provide extended service life, which reduces the need for periodic rework.The single w rap self-

locking design provides fast  and easy installat ion.The t ies provide excellent  chemical resistance in harsh

environments and in high temperature ext remes.

The products are marked to meet  customer specificat ions w ith one of two computer controlled systems

(laser or embosser), which provides permanent  ident ificat ion to resist  corrosion, abrasion, and radiat ion in

harsh environments.

The t ies provide long life, corrosion resistance and high temperature ext remes and allow  the t ies to be

used in many different  applicat ions.

The t ies have high radiat ion resistance (2X108 RAD) for excellent  use in containment  areas.

PANDUIT
®

PAN-STEEL
® Stainless Steel Ties are used to fasten pipe markers in pulp and paper mills, refineries,

power plants and breweries.

PANDUIT
® Custom Marked Marker Plates at tached w ith PAN-STEEL

® Stainless Steel Ties are used to ident ify

conduit  and circuits in pet rochemical plants, pulp and paper mills, refineries, and breweries.

PANDUIT
®

PAN-STEEL
® Stainless Steel Ties, Strapping and Marker Plates are used in chemical plants to

bundle cables to cable t rays and to ident ify conduit  and cables.

PANDUIT
®

PAN-STEEL
® Stainless Steel Ties are used to secure heat  t race cable and replace w ing seal

st rapping methods. A complete select ion of state-of-the-art  tooling makes installat ion quicker and easier

and reduces the amount  of exposure t ime for plant  maintenance personnel in containment  areas.

PANDUIT
®

PAN-STEEL
®  Applications (continued)

TTEELLEECCOOMMMMUUNNIICCAATTIIOONNSS

PANDUIT
®

PAN-STEEL
® Stainless Steel Ties are used to securely fasten cables to telecommunicat ion towers.

The t ies provide long life, corrosion and chemical resistance in outdoor harsh environments and

temperature ext remes.The self- locking design provides fast  and easy installat ion. State-of-the-art  tooling

further reduces installat ion t ime.

PPRRIIMMAARRYY  BBEENNEEFFIITT
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PANDUIT
®

PAN-STEEL
® Stainless Steel Ties are used for bundling and fastening cables to messenger st rand in

t raffic signal applicat ions.

PPRRIIMMAARRYY  BBEENNEEFFIITT

PPRRIIMMAARRYY  BBEENNEEFFIITT

PPRRIIMMAARRYY  BBEENNEEFFIITT

PPRRIIMMAARRYY  BBEENNEEFFIITT

PPRRIIMMAARRYY  BBEENNEEFFIITT

The t ies provide a 40 year service life, which reduces the need for periodic rework.The smooth fully

radiused sides are safe to use and w ill not  injure installer’s hands or abrade cable insulat ion.

The t ies provide a 40 year service life, which reduces the need for periodic rework.The t ies are unaffected

by sun, acid rain, or most  chemicals, which allows them to be used in many different  environments.

The t ies provide superior corrosion protect ion in salt  spray environments, which extends service life and

reduces need for periodic rework.

The t ies provide extended service life, which reduces the need for periodic rework; are non-flammable so

no toxic or harmful gases are released in case of fire; and have fully rounded sides, which are safe to use

and w ill not  injure installer’s hands or abrade cable insulat ion.

The t ies provide high st rength w ith low  weight  and low  profile for improved efficiency and reliabilit y.The

extended service life reduces the need for periodic rework.

PANDUIT
®

PAN-STEEL
® Stainless Steel Ties are used to fasten cable and/ or splice closures to the messenger

st rand in aerial support  applicat ions.

PANDUIT
®

PAN-STEEL
® 316 Grade Stainless Steel Cable Ties, Straps, and Nylon 11 Select ively Coated Ties are

used to fasten cables and hoses on offshore plat forms.

PANDUIT
®

PAN-STEEL
® Stainless Steel Cable Ties are used to fasten cables to cable t rays and cable hangers in

shipbuilding applicat ions.

PANDUIT
®

PAN-STEEL
® Stainless Steel Ties are used to bundle, fasten, and secure cables and hoses on

trains, especially in exposed areas underneath engines and cars that  are subjected to harsh

environmental condit ions.The t ies have passed Japanese Industry Standard for salt  spray (JIS-C-5028) and

vibrat ion (JIS-C-4031).

PANDUIT
®

PAN-STEEL
® Applications (continued)
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SSTTAAII NNLLEESSSS SSTTEEEELL SSYYSSTTEEMM SS

MMEETTAALL  TTIIEESS  

PAN-STEEL
® STAINLESS STEEL TIES (MLT SERIES): Metal locking t ies, ball lock version in .17"  (4.4mm), .25"  (6.4mm),

.31"  (7.9mm), .50"  (12.7mm), and .63"  (15.9mm) w idths

CUSTOM LENGTH BANDING SYSTEM: Provided in reels in .17"  (4.4mm), .25"  (6.4mm), .31"  (7.9mm),

.50” (12.7mm), and .63"  (15.9mm) w idths

MMEETTAALL  SSTTRRAAPPSS

STAINLESS STEEL STRAPS (MS SERIES): Fold-over buckle design in .38"  (9.5mm), .50"  (12.7mm) and

.63"  (15.9mm) w idths

CUSTOM LENGTH STRAPPING SYSTEM: Provided in reels in .375"  (9.5mm), .50"  (12.7mm) and

.63"  (15.9mm) w idths

SSTTAAII NNLLEESSSS SSTTEEEELL SSYYSSTTEEMM SS
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PPAANN--SSTTEEEELL
® SSeellff--LLoocckkiinngg  SSttaaiinnlleessss  SStteeeell

CCaabbllee  TTiieess  ((MMLLTT  SSeerriieess))

PANDUIT
® is a leading producer of stainless steel t ies for harsh environments. New designs are

cont inually int roduced to meet  the applicat ion challenges encountered by our customers, while

providing the lowest  installed cost .

• Self-locking

• Fully rounded edges

• Low thread force

• 100% Stainless Steel construction

• Patented displacement lock

• Unique locking ramp

• Patented lead-in design

• Extended retaining tab

• Patented aggressive locking head

• Patent pending strengthening ribs

• Complete line of installat ion tools

PANDUIT
® offers unique products to meet  customer needs:

General Purpose Ties — Excellent  performance in any environment

WAVE-TY
™ Stainless Steel Ties — Unique wave form spring maintains a high tension grip

on non-resilient  objects

Patented Nylon 11 Select ively Coated Ties — Strength of steel, protect ion of nylon 

Fully Coated Ties — Polyester coated for addit ional bundle protect ion

Double Loop Ties — Tighter tensioning and higher loop tensile st rength

Complete Line of Installat ion Tools — Manual and pneumat ic installat ion tools for

controlled tension, automat ic cut -off and lower installed cost
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New aggressive locking head*

Allows for quicker locking of the ball for 
a tighter installation on all bundles.

Innovative displacement lock*

Creates an improved interference 
between the ball and the tie body for 
improved locking strength.

Exclusive lead-in design*

Creates a wider entrance for the tail of 
the tie, providing easier threading for 
lower installed cost.

Extended retaining tab

Allows for a fully supported head design 
for increased locking strength.

Unique locking ramp

Creates constant contact between the 
tie and locking ball, which assures 
locking in any position.

Engineered for the most extreme applications...
■ World's highest rated loop tensile strength ball locking tie for an extra margin of safety

■ Aggressive head design provides higher retained tension for a more secure bundle

■ Exclusive lead-in design for quick, easy threading for fastest installation time

Strengthening ribs* *

Integrated into the locking head, resulting 
in a stronger head design and increased 
lock strength.

* *  Patent pending

A  r e v o l u t i o n a r y  n e w  d e s i g n  i n  s t a i n l e s s  s t e e l  t i e s !

Locking head construction

*  Patented

Advantages of the Rounded Side of PAN-STEEL ® Stainless Steel Ties

Cross sectional view of other manufacturer’s tie body.

(Photo micrograph shown is magnified 150X).
Cross sectional view of PANDUIT ® tie body.

(Photo micrograph shown is magnified 150X).

The PAN-STEEL ® Stainless Steel Cable Tie is designed for superior comfort and safety when handling due

to its fully rounded sides and smooth surfaces. Smooth surfaces and rounded sides assure cable

protection and operator safety. PANDUIT ® not only removes the burr, but actually passes the material

through a secondary process which removes the top and bottom corners of the material.
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Self-Locking Head for Fast Installation

1. Place tie around bundle, put tip through head and pull

up tight by hand.

2. Use one of the PANDUIT ® PAN-STEEL ® installation

tools to tension and cut off excess tail quickly.

The stainless steel metal locking t ie series can be fastened by hand as shown in Photo 1. No tools are required.

Just place around bundle, pull the t ip of the tail through the locking head and pull up t ight by hand.The self-locking

head secures the t ie in place.

Photo 2 shows the metal locking t ie series being installed with the PANDUIT
® GS4MT tool, which automatically

tensions and cuts off excess t ie.The system provides adjustable tension control and automatic cut-off for quick,

consistent and secure installat ion with the lowest installed cost.

Part Number System Example – MLT Series

(Stock Size Tie)

MLT 6 S – CP

Part Description Bundle
Diameter
Reference

Cross-
Section

Package Qty.
Metal

Locking

Tie ( Inches )

S = Standard

LH = Light Heavy

H = Heavy

EH = Extra Heavy

SH = Super Heavy

Q = 25

L* = 50

LP** = 50

CP = 100

*Standard Cross-Section

**Heavy Cross-Section

Material
( blank ) = 304

316 = 316
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PAN-STEEL
® Stainless Steel Ties – MLT Series

*Per SAE Standard AS23190/3 (formerly MIL). For additional details, refer to page F1.

**Other lengths available, contact customer service.

***For information on installation tools, refer to pages B12-B14.

Enhanced PAN-STEEL® Self-Locking Stainless Steel Cable Ties

• Strong, durable method of bundling and fastening

• Can be used in virtually all indoor, outdoor and
underground (including direct burial) applications

• Well suited for network bundling of data and
power cables

• Fully rounded edges and exclusive lead-in design

• Provides ultimate support for network cables

• Available in 316 material for the most
corrosive environments

Part Number

Max.
Bundle

Diameter Length**

Min. Loop
Tensile

Strength*

Min.
Bundle

Diameter Width Thickness
Recommended

PANDUIT ®

Installation Tool***

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.In. mm In. mm Lbs. N In. mm In. mm In. mm

AISI 304 Stainless Steel – For General Purpose

Standard Cross Section

MLT1S-CP 1.0 25 5.0 127 200 890 .50 12.7 .18 4.6 .010 .25

GS4MT, HTMT, PPTMT,
ST2MT or ST3MT

100 500

MLT2S-CP 2.0 51 7.9 201 200 890 .50 12.7 .18 4.6 .010 .25 100 500

MLT2S-L 2.0 51 7.9 201 200 890 .50 12.7 .18 4.6 .010 .25 50 500

MLT2.7S-CP 2.7 69 10.2 259 200 890 .50 12.7 .18 4.6 .010 .25 100 500

MLT4S-CP 4.0 102 14.3 362 200 890 .50 12.7 .18 4.6 .010 .25 100 500

MLT4S-L 4.0 102 14.3 362 200 890 .50 12.7 .18 4.6 .010 .25 50 500

MLT6S-CP 6.0 152 20.5 521 200 890 .50 12.7 .18 4.6 .010 .25 100 500

MLT8S-CP 8.0 203 26.8 679 200 890 .50 12.7 .18 4.6 .010 .25 100 500

MLT10S-CP 10.0 254 33.0 838 200 890 .50 12.7 .18 4.6 .010 .25 100 500

MLT12S-Q 12.0 304 39.3 998 200 890 .50 12.7 .18 4.6 .010 .25 25 125

MLT14S-Q 14.0 355 45.5 1156 200 890 .50 12.7 .18 4.6 .010 .25 25 125

MLT15S-Q 15.0 380 49.2 1250 200 890 .50 12.7 .18 4.6 .010 .25 25 125

NEW! Light-Heavy Cross Section

MLT2LH-LP 2.0 51 7.9 201 250 1112 .50 12.7 .25 6.4 .010 .25

GS4MT, HTMT, PPTMT,
ST2MT or ST3MT

50 250

MLT4LH-LP 4.0 102 14.3 362 250 1112 .50 12.7 .25 6.4 .010 .25 50 250

MLT6LH-LP 6.0 152 20.5 521 250 1112 .50 12.7 .25 6.4 .010 .25 50 250

MLT8LH-LP 8.0 203 26.8 679 250 1112 .50 12.7 .25 6.4 .010 .25 50 250

Heavy Cross Section

MLT2H-LP 2.0 51 7.9 201 450 2000 .50 12.7 .31 7.9 .010 .25

GS4MT, HTMT, PPTMT,
ST2MT or ST3MT

50 250

MLT2.7H-LP 2.7 69 10.2 259 450 2000 .50 12.7 .31 7.9 .010 .25 50 250

MLT4H-LP 4.0 102 14.3 362 450 2000 .50 12.7 .31 7.9 .010 .25 50 250

MLT6H-LP 6.0 152 20.5 521 450 2000 .50 12.7 .31 7.9 .010 .25 50 250

MLT8H-LP 8.0 203 26.8 679 450 2000 .50 12.7 .31 7.9 .010 .25 50 250

MLT10H-LP 10.0 254 33.0 838 450 2000 .50 12.7 .31 7.9 .010 .25 50 250

MLT12H-Q 12.0 305 42.0 1087 450 2000 .50 12.7 .31 7.9 .010 .25 25 125

MLT14H-Q 14.0 356 47.0 1194 450 2000 .50 12.7 .31 7.9 .010 .25 25 125

NEW! Extra-Heavy Cross Section

MLT2EH-LP 2.0 51 11.8 300 600 2670 1.0 25.4 .50 12.7 .010 .25

RT1HT or ST3MT

50 250

MLT4EH-LP 4.0 102 17.1 434 600 2670 1.0 25.4 .50 12.7 .010 .25 50 250

MLT6EH-LP 6.0 152 23.4 594 600 2670 1.0 25.4 .50 12.7 .010 .25 50 250

MLT8EH-LP 8.0 203 29.7 754 600 2670 1.0 25.4 .50 12.7 .010 .25 50 250

MLT10EH-LP 10.0 254 35.9 912 600 2670 1.0 25.4 .50 12.7 .010 .25 50 250

MLT12EH-Q 12.0 305 42.2 1072 600 2670 1.0 25.4 .50 12.7 .010 .25 25 125

MLT4EH15-LP 4.0 102 17.1 434 700 3115 1.0 25.4 .50 12.7 .015 .38 50 250

MLT6EH15-LP 6.0 152 23.4 594 700 3115 1.0 25.4 .50 12.7 .015 .38 50 250

MLT8EH15-LP 8.0 203 29.7 754 700 3115 1.0 25.4 .50 12.7 .015 .38 50 250

MLT10EH15-LP 10.0 254 35.9 912 700 3115 1.0 25.4 .50 12.7 .015 .38 50 250

MLT12EH15-Q 12.0 305 42.2 1072 700 3115 1.0 25.4 .50 12.7 .015 .38 25 125
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mmIn.mmIn.mmIn.NLbs.mmIn.mmIn.

Std.
Ctn.
Qty.

Std.
Pkg.
Qty.

Recommended
PANDUIT ®

Installation Tool***

ThicknessWidth

Min.
Bundle

Diameter

Min. Loop
Tensile

Strength*Length**

Max.
Bundle

Diameter

Part Number

Enhanced PAN-STEEL® Self-Locking Stainless Steel Cable Ties (continued)

*Per SAE Standard AS23190/3 (formerly MIL). For additional details, refer to page F1.

**Other lengths available, contact customer service.

***For information on installation tools, refer to pages B12-B14.

NEW! Super-Heavy Cross Section

MLT4SH-LP 4.0 102 17.1 434 900 4005 1.0 25.4 .63 15.9 .015 .38

RT1HT

50 250

MLT6SH-LP 6.0 152 23.4 594 900 4005 1.0 25.4 .63 15.9 .015 .38 50 250

MLT8SH-LP 8.0 203 29.7 754 900 4005 1.0 25.4 .63 15.9 .015 .38 50 250

MLT10SH-LP 10.0 254 35.9 912 900 4005 1.0 25.4 .63 15.9 .015 .38 50 250

MLT12SH-Q 12.0 305 42.2 1072 900 4005 1.0 25.4 .63 15.9 .015 .38 25 125

AISI 316 Stainless Steel – For Superior Corrosion Resistance

Standard Cross Section

MLT1S-CP316 1.0 25 5.0 127 200 890 .50 12.7 .18 4.6 .010 .25

GS4MT, HTMT, PPTMT,
ST2MT or ST3MT

100 500

MLT2S-CP316 2.0 51 7.9 201 200 890 .50 12.7 .18 4.6 .010 .25 100 500

MLT4S-CP316 4.0 102 14.3 362 200 890 .50 12.7 .18 4.6 .010 .25 100 500

MLT6S-CP316 6.0 152 20.5 521 200 890 .50 12.7 .18 4.6 .010 .25 100 500

MLT8S-CP316 8.0 203 26.8 679 200 890 .50 12.7 .18 4.6 .010 .25 100 500

MLT10S-CP316 10.0 254 33.0 838 200 890 .50 12.7 .18 4.6 .010 .25 100 500

NEW! Light-Heavy Cross Section

MLT2LH-LP316 2.0 51 7.9 201 250 1112 .50 12.7 .25 6.4 .010 .25

GS4MT, HTMT, PPTMT,
ST2MT or ST3MT

50 250

MLT4LH-LP316 4.0 102 14.3 362 250 1112 .50 12.7 .25 6.4 .010 .25 50 250

MLT6LH-LP316 6.0 152 20.5 521 250 1112 .50 12.7 .25 6.4 .010 .25 50 250

MLT8LH-LP316 8.0 203 26.8 679 250 1112 .50 12.7 .25 6.4 .010 .25 50 250

Heavy Cross Section

MLT2H-LP316 2.0 51 7.9 201 450 2000 .50 12.7 .31 7.9 .010 .25

GS4MT, HTMT, PPTMT,
ST2MT or ST3MT

50 250

MLT4H-LP316 4.0 102 14.3 362 450 2000 .50 12.7 .31 7.9 .010 .25 50 250

MLT6H-LP316 6.0 152 20.5 521 450 2000 .50 12.7 .31 7.9 .010 .25 50 250

MLT8H-LP316 8.0 203 26.8 679 450 2000 .50 12.7 .31 7.9 .010 .25 50 250

MLT10H-LP316 10.0 254 33.0 838 450 2000 .50 12.7 .31 7.9 .010 .25 50 250

NEW! Extra-Heavy Cross Section

MLT2EH-LP316 2.0 51 11.8 300 600 2670 1.0 25.4 .50 12.7 .010 .25

RT1HT or ST3MT

50 250

MLT4EH-LP316 4.0 102 17.1 434 600 2670 1.0 25.4 .50 12.7 .010 .25 50 250

MLT6EH-LP316 6.0 152 23.4 594 600 2670 1.0 25.4 .50 12.7 .010 .25 50 250

MLT8EH-LP316 8.0 203 29.7 754 600 2670 1.0 25.4 .50 12.7 .010 .25 50 250

MLT4EH15-LP316 4.0 102 17.1 434 700 3115 1.0 25.4 .50 12.7 .015 .38 50 250

MLT6EH15-LP316 6.0 152 23.4 594 700 3115 1.0 25.4 .50 12.7 .015 .38 50 250

MLT8EH15-LP316 8.0 203 29.7 754 700 3115 1.0 25.4 .50 12.7 .015 .38 50 250

NEW! Super-Heavy Cross Section

MLT4SH-LP316 4.0 102 17.1 434 900 4005 1.0 25.4 .63 15.9 .015 .38

RT1HT

50 250

MLT6SH-LP316 6.0 152 23.4 594 900 4005 1.0 25.4 .63 15.9 .015 .38 50 250

MLT8SH-LP316 8.0 203 29.7 754 900 4005 1.0 25.4 .63 15.9 .015 .38 50 250
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Enhanced PAN-STEEL ® WAVE-TY ™ Superior Grip Stainless Steel Ties

• Patented wave-form spring maintains greater
installed tension on non-resilient objects

• Tightly clamps on applications where other
stainless steel ties will not function

• Retains tension on a solid bundle with minimal
applied force

• Available in 316 material for the most
corrosive environments

• Guarantees performance in critical applications

• Self-locking with low thread force

Application Tool (PANDUIT ® GS4MT shown).

During installation, wave

spring is being stretched

by application tool.

After installation, wave spring

contracts, resulting in superior

grip on rigid surfaces.

*Per SAE Standard AS23190/3 (formerly MIL). For additional details, refer to page F1.

**Other lengths available, contact customer service.

***For information on installation tools, refer to page B12-B14.

Part Number

Max.
Bundle

Diameter Length**

Min. Loop
Tensile

Strength*

Min.
Bundle

Diameter Width Thickness
Recommended

PANDUIT ®

Installation Tool***

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.In. mm In. mm Lbs. N In. mm In. mm In. mm

AISI 304 Stainless Steel – For Superior Grip on Rigid Bundles

NEW! Standard Cross Section

MLT2.7WS-LP 2.7 69 10.2 259 200 890 2.0 51 .18 4.6 .010 .25

GS4MT, HTMT, PPTMT,
ST2MT or ST3MT

50 250

MLT4WS-LP 4.0 102 14.3 362 200 890 2.0 51 .18 4.6 .010 .25 50 250

MLT6WS-LP 6.0 152 20.5 521 200 890 2.0 51 .18 4.6 .010 .25 50 250

MLT8WS-LP 8.0 203 26.8 679 200 890 2.0 51 .18 4.6 .010 .25 50 250

NEW! Light-Heavy Cross Section

MLT2.7WLH-LP 2.7 69 10.2 259 250 1112 2.0 51 .25 6.4 .010 .25

GS4MT, HTMT, PPTMT,
ST2MT or ST3MT

50 250

MLT4WLH-LP 4.0 102 14.3 362 250 1112 2.0 51 .25 6.4 .010 .25 50 250

MLT6WLH-LP 6.0 152 20.5 521 250 1112 2.0 51 .25 6.4 .010 .25 50 250

MLT8WLH-LP 8.0 203 26.8 679 250 1112 2.0 51 .25 6.4 .010 .25 50 250

Heavy Cross Section

MLT2.7WH-LP 2.7 69 10.2 259 450 2000 2.0 51 .31 7.9 .010 .25

GS4MT, HTMT, PPTMT,
ST2MT or ST3MT

50 250

MLT4WH-LP 4.0 102 14.3 362 450 2000 2.0 51 .31 7.9 .010 .25 50 250

MLT6WH-LP 6.0 152 20.5 521 450 2000 2.0 51 .31 7.9 .010 .25 50 250

MLT8WH-LP 8.0 203 26.8 679 450 2000 2.0 51 .31 7.9 .010 .25 50 250

MLT10WH-LP 10.0 254 33.0 838 450 2000 2.0 51 .31 7.9 .010 .25 50 250

NEW! Standard Cross Section

MLT2.7WS-LP316 2.7 69 10.2 259 200 890 2.0 51 .18 4.6 .010 .25

GS4MT, HTMT, PPTMT,
ST2MT or ST3MT

50 250

MLT4WS-LP316 4.0 102 14.3 362 200 890 2.0 51 .18 4.6 .010 .25 50 250

MLT6WS-LP316 6.0 152 20.5 521 200 890 2.0 51 .18 4.6 .010 .25 50 250

MLT8WS-LP316 8.0 203 26.8 679 200 890 2.0 51 .18 4.6 .010 .25 50 250

NEW! Light-Heavy Cross Section

MLT2.7WLH-LP316 2.7 69 10.2 259 250 1112 2.0 51 .25 6.4 .010 .25

GS4MT, HTMT, PPTMT,
ST2MT or ST3MT

50 250

MLT4WLH-LP316 4.0 102 14.3 362 250 1112 2.0 51 .25 6.4 .010 .25 50 250

MLT6WLH-LP316 6.0 152 20.5 521 250 1112 2.0 51 .25 6.4 .010 .25 50 250

MLT8WLH-LP316 8.0 203 26.8 679 250 1112 2.0 51 .25 6.4 .010 .25 50 250

Heavy Cross Section

MLT2.7WH-LP316 2.7 69 10.2 259 450 2000 2.0 51 .31 7.9 .010 .25

GS4MT, HTMT, PPTMT,
ST2MT or ST3MT

50 250

MLT4WH-LP316 4.0 102 14.3 362 450 2000 2.0 51 .31 7.9 .010 .25 50 250

MLT6WH-LP316 6.0 152 20.5 521 450 2000 2.0 51 .31 7.9 .010 .25 50 250

MLT8WH-LP316 8.0 203 26.8 679 450 2000 2.0 51 .31 7.9 .010 .25 50 250
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To determine the proper amount of banding required, use the following formula

to determine length of banding needed

Calculate Diameter inches (mm) x 3.14 + 3 inches (76mm)

Example: 10 in. (250mm) Diameter Bundle

10 in. (250mm) x 3.14 = 31.40 + 3 in. (785mm + 76mm) = 34.40 in. or 35 in. (861mm) of banding required.

PAN-STEEL
® Custom Length Banding System (Coated and Non-Coated)

Custom Length Banding System MBS, MBH, MBEH and MBSH Banding
• For applications that require bundling various bundle diameters

• Supplied in reels of 200 ft (61m), 250 ft (76m) or 1000 ft (305m)

• Bundle any size bundle diameter

• To use, pull out as much banding as needed, cut off using GS4MT
with CAMT accessory or with shears and install with MTHS or MTHH
banding heads

*Per SAE Standard AS23190/3 (formerly
MIL). For additional details, refer to page F1.

**The GS4MT with CAMT accessory is
recommended for cutting the banding.
This system provides a straight cut-off
which assists in head assembly and
eliminates the need for shears.

***For information on installation tools,
refer to pages B12-B14.

10mm
20mm
30mm
40mm
50mm
60mm
70mm
80mm
90mm

100mm
110mm
120mm
130mm
140mm
150mm
160mm
170mm
180mm
190mm
200mm
210mm
220mm
230mm
240mm
250mm

HANDLE &

RETRACTOR

KNOCK-O
UT

Polyester coating option provides:

• Low smoke

• Halogen free

• Temperature tolerance -40°F (-40°C) to
-302°F (150°C)

• Good UV resistance

Part Number

Max.
Bundle

Diameter Length**

Min. Loop
Tensile

Strength*

Min.
Bundle

Diameter Width Thickness
Recommended

PANDUIT ®

Installation Tool***
Recommended
Banding Head

Std.
Pkg.
Qty.In. mm Ft. M Lbs. N In. mm In. mm In. mm

AISI 304 Stainless Steel – For General Purpose Banding

Standard Cross Section

MBS-TLR Any Any 250 76 100 445 .50 12.7 .18 4.4 .010 .25
GS4MT,HTMT,PPTMT,

ST2MT, ST3MT

MTHS-C 1

MBS-MR Any Any 1000 305 100 445 .50 12.7 .18 4.4 .010 .25 MTHS-C 1

Heavy Cross Section

MBH-TLR Any Any 250 76 250 1112 .50 12.7 .31 7.9 .010 .25
GS4MT,HTMT,PPTMT,

ST2MT, ST3MT

MTHH-C 1

MBH-MR Any Any 1000 305 250 1112 .50 12.7 .31 7.9 .010 .25 MTHH-C 1

NEW! Extra-Heavy Cross Section

MBEH-TLR Any Any 250 76 300 1335 1.0 25.4 .50 12.7 .010 .25 RT1HT, ST3MT MTHEH-C 1

NEW! Super-Heavy Cross Section

MBSH-TR Any Any 200 61 450 2000 1.0 25.4 .63 15.9 .015 .38 RT1HT MTHSH-C 1

AISI 316 Stainless Steel – For Superior Corrosion Resistence 

Standard Cross Section

MBS-TLR316 Any Any 250 76 100 445 .50 12.7 .18 4.4 .010 .25
GS4MT,HTMT,PPTMT,

ST2MT, ST3MT

MTHS-C316 1

MBS-MR316 Any Any 1000 305 100 445 .50 12.7 .18 4.4 .010 .25 MTHS-C316 1

Heavy Cross Section

MBH-TLR316 Any Any 250 76 250 1112 .50 12.7 .31 7.9 .010 .25
GS4MT,HTMT,PPTMT,

ST2MT, ST3MT

MTHH-C316 1

MBH-MR316 Any Any 1000 305 250 1112 .50 12.7 .31 7.9 .010 .25 MTHH-C316 1

NEW! Extra-Heavy Cross Section

MBEH-TLR316 Any Any 250 76 300 1335 1.0 25.4 .50 12.7 .010 .25 RT1HT, ST3MT MTHEH-C316 1

NEW! Super-Heavy Cross Section

MBSH-TR316 Any Any 200 61 450 2000 1.0 25.4 .63 15.9 .015 .38 RT1HT MTHSH-C316 1

NEW! Polyester Coated AISI 316 Stainless Steel

Heavy Cross Section

MBCH-QR316 Any Any 82 25 250 1112 N/A N/A .31 7.9 .010 .25 GS4MT, HTMT,
PPTMT, ST2MT or

ST3MT

MTHH-C316 1

NEW! Extra-Heavy Cross Section

MBCEH-QR316 Any Any 82 25 300 1335 N/A N/A .50 12.7 .010 .25 RT1HT, ST3MT MTHEH-C316 1

NEW! Super-Heavy Cross Section

MBCSH-QR316 Any Any 82 25 450 2000 N/A N/A .63 15.9 .015 .38 RT1HT MTHSH-C316 1
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MTHS, MTHH, MTHEH and MTSH Banding Heads

• To use, take one end of the cut banding and
bend back 1/2" (13mm)

• Take a self-locking head and slide it the entire
length of the band until it reaches the bend

• Bend tail flat against bottom of banding head to
complete assembly

9"

8"

7"

6"

5"

4"

3"

2"

1"

10mm
20mm
30mm
40mm
50mm
60mm
70mm
80mm
90mm

100mm
110mm
120mm
130mm
140mm
150mm
160mm
170mm
180mm
190mm
200mm
210mm
220mm
230mm
240mm
250mm

3D
(76.2)

2D
(50.8)

(25.4)
1D

D
IA

M
E

T
E

R
M

A
R

K
E

R
S

(M
M

)

TAB
CUT-OFF

HANDLE &

RETRACTOR

KNOCK-O
UT

HANDLE &

RETRACTOR

KNOCK-OUT

KNOCK-OUT

HANDLE LOCATION

(BOTH SIDES)

METRIC

MEASURE
DIAMETER

CUT-OFF GUIDE

FOLD OVER

RETAINER TAB

1.0

10.0

10.0

ENGLISH MEASURE

Custom Length Banding Dispenser System

Part Number Part Description

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.

AISI 304 Stainless Steel – For Banding Heads

MTHS-C Loose piece banding head for standard cross section banding 304
stainless steel.

100 1000

MTHH-C Loose piece banding head for heavy cross section banding 304
stainless steel.

100 1000

MTHEH-C Loose piece banding head for extra–heavy cross section banding 304
stainless steel.

100 1000

MTHSH-C Loose piece banding head for super heavy cross section banding 304
stainless steel.

100 1000

AISI 316 Stainless Steel – For Banding Heads 

MTHS-C316 Loose piece banding head for standard cross section banding 316
stainless steel.

100 1000

MTHH-C316 Loose piece banding head for heavy cross section banding 316
stainless steel.

100 1000

MTHEH-C316 Loose piece banding head for extra–heavy cross section banding 316
stainless steel.

100 1000

MTHSH-C316 Loose piece banding head for super heavy cross section banding 316
stainless steel.

100 1000
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PAN-STEEL
® Coated Stainless Steel Cable Ties

Enhanced Patented Nylon 11 Selectively Coated Ties – MLTC Series

• For communication and electrical cables

• Strength of steel, the protection of nylon; the nylon
coating provides protection for the cables

• Available in loop tensile strength of 250 lbs.

• Base metal 316 grade stainless steel for excellent
resistance to temperature extremes, corrosion,
weather, chemicals, salt sprays and UV radiation

*Per SAE Standard AS23190/3 (formerly MIL). For additional details, refer to page F1.

**Base material less coating.

***For information on installation tools, refer to pages B12-B14.

Nylon 11 Coating:

• Resistance to chemicals and salt sprays

• Halogen-free 

• Temperature tolerance -40°F (-40°C)

to 285°F (140°C)

• Coating thickness .003 in. (.08mm) / .005 in.

(.13mm) per side

Fully Coated Ties
• Polyester coating 

• Base metal 316 grade stainless steel

• Self-locking with low thread force

• Available in standard, light-heavy, heavy, and

extra-heavy cross sections 

• Low smoke 

• Halogen free 

• Temperature tolerance -40°F (-40°C) to -302°F
(150°C) 

• Good UV resistance

*Per SAE Standard AS23190/3 (formerly MIL). For additional details, refer to page F1.

**Base material less coating.

***For information on installation tools, refer to pages B12-B14.

Part Number

Max.
Bundle

Diameter Length

Min. Loop
Tensile

Strength*

Min.
Bundle

Diameter Width Thickness**
Recommended

PANDUIT ®

Installation Tool***

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.In. mm In. mm Lbs. N In. mm In. mm In. mm

NEW! Standard Cross Section

MLTFC2S-CP316 2.0 51 7.9 201 100 445 .50 12.7 .18 4.6 .010 .25

GS4MT, HTMT, PPTMT,
ST2MT, or ST3MT

100 500

MLTFC4S-CP316 4.0 102 14.3 362 100 445 .50 12.7 .18 4.6 .010 .25 100 500

MLTFC6S-CP316 6.0 152 20.5 521 100 445 .50 12.7 .18 4.6 .010 .25 100 500

MLTFC8S-CP316 8.0 203 26.8 679 100 445 .50 12.7 .18 4.6 .010 .25 100 500

NEW! Light-Heavy Cross Section

MLTFC2LH-LP316 2.0 51 7.9 201 150 668 .50 12.7 .25 6.4 .010 .25

GS4MT, HTMT, PPTMT,
ST2MT, or ST3MT

50 250

MLTFC4LH-LP316 4.0 102 14.3 362 150 668 .50 12.7 .25 6.4 .010 .25 50 250

MLTFC6LH-LP316 6.0 152 20.5 521 150 668 .50 12.7 .25 6.4 .010 .25 50 250

MLTFC8LH-LP316 8.0 203 26.8 679 150 668 .50 12.7 .25 6.4 .010 .25 50 250

NEW! Heavy Cross Section

MLTFC2H-LP316 2.0 51 7.9 201 250 1112 .50 12.7 .31 7.9 .010 .25

GS4MT, HTMT, PPTMT,
ST2MT, or ST3MT

50 250

MLTFC4H-LP316 4.0 102 14.3 362 250 1112 .50 12.7 .31 7.9 .010 .25 50 250

MLTFC6H-LP316 6.0 152 20.5 521 250 1112 .50 12.7 .31 7.9 .010 .25 50 250

MLTFC8H-LP316 8.0 203 26.8 679 250 1112 .50 12.7 .31 7.9 .010 .25 50 250

NEW! Extra-Heavy Cross Section

MLTFC2EH-LP316 2.0 51 11.8 300 300 1335 N/A N/A .50 12.7 .010 .25

RT1HT or ST3MT

50 250

MLTFC4EH-LP316 4.0 102 17.1 434 300 1335 N/A N/A .50 12.7 .010 .25 50 250

MLTFC6EH-LP316 6.0 152 23.4 574 300 1335 N/A N/A .50 12.7 .010 .25 50 250

MLTFC8EH-LP316 8.0 203 29.7 754 300 1335 N/A N/A .50 12.7 .010 .25 50 250

Part Number

Max. Bundle
Diameter Length

Min. Loop
Tensile

Strength*
Min. Bundle

Diameter Width
Thickness

**
Recommended

PANDUIT ®

Installation Tool***

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.In. mm In. mm Lbs. N In. mm In. mm In. mm

AISI 316 Stainless Steel – For Nylon 11 Selectively Coated Cable Ties

Heavy Cross Section

MLTC2H-LP316 2.0 51 7.9 201 250 1112 .50 12.7 .31 7.9 .010 .25

GS4MT, HTMT, PPTMT,
ST2MT or ST3MT

50 250

MLTC4H-LP316 4.0 102 14.3 362 250 1112 .50 12.7 .31 7.9 .010 .25 50 250

MLTC6H-LP316 6.0 152 20.5 521 250 1112 .50 12.7 .31 7.9 .010 .25 50 250

MLTC8H-LP316 8.0 203 26.8 679 250 1112 .50 12.7 .31 7.9 .010 .25 50 250

MLTC10H-LP316 10.0 254 33.0 838 250 534 .50 12.7 .31 7.90 .010 .25 50 250
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PCS Cushion Sleeve

• Black vinyl sleeving slips on standard and
heavy cross section PAN-STEEL ® Stainless
Steel Ties and Custom Length Banding 

• Used on applications requiring improved
gripping on non-resilient objects 

• Can be used indoors or outdoors (excellent
ultraviolet resistance, good resistance to
petroleum, and many chemicals) 

• Provides full separation between the ties and
the material to which you are fastening 

• Operating temperature range 41°F – 167°F
(5°C to 75°C)

Bulk Pkg. –CR = 100 ft. (30.5m) reel.

Part Number

Width Length
Std.
Pkg.
Qty.In. mm Ft. M

PCSS-CR .31 .87 100 30.5 1

PCSH-CR .47 11.9 100 30.5 1
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PAN-STEEL ® Double Wrapped Stainless Steel Cable Ties — MLTDH Series

• Available in 304 and 316 stainless steel for extra
high strength in critical applications

• Allow for tighter tensioning on
non-resilient bundles

• Available in .31 in. (7.9mm), .50 in. (12.7mm),
.625 in. (15.9mm) width for bundle diameters
ranging from 1-8 in. (203mm)

• Loop tensile strength up to 1200 lbs. (5340 N) 

• Self-locking ties — no tools required

• Optional tooling is available to speed installation
and lower installed costs

*Per SAE Standard AS23190/3 (formerly MIL). For additional details, refer to page F1.

**Other lengths available, contact customer service.

***For information on installation tools, refer to pages B12-B14.

Cable tie body passes through

head two times

PAN-STEEL
® Double Wrapped Stainless Steel Cable Ties

Part Number

Max.
Bundle

Diameter Length**

Min. Loop
Tensile

Strength*

Min.
Bundle

Diameter Width Thickness
Recommended

PANDUIT ®

Installation Tool***

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.In. mm In. mm Lbs. N In. mm In. mm In. mm

AISI 304 Stainless Steel — MLTDH Double Wrapped Ties

Heavy Cross Section

MLT2DH-L 2.0 50 18.5 470 600 2670 1.0 25.4 .31 7.9 .010 .25
GS4MT, HTMT, PPTMT,

ST2MT, or ST3MT

50 250

MLT4DH-L 4.0 102 28.0 711 600 2670 1.0 25.4 .31 7.9 .010 .25 50 250

MLT5DH-L 5.0 125 34.0 863 600 2670 1.0 25.4 .31 7.9 .010 .25 50 250

NEW! Extra-Heavy Cross Section

MLT4DEH-Q 4.0 102 29.5 749 800 3560 1.0 25.4 .50 12.7 .010 .25

RT1HT, ST3MT

25 125

MLT6DEH-Q 6.0 152 41.5 1054 800 3560 1.0 25.4 .50 12.7 .010 .25 25 125

MLT8DEH-Q 8.0 203 53.5 1359 800 3560 1.0 25.4 .50 12.7 .010 .25 25 125

MLT4DEH15-Q 4.0 102 29.5 749 1000 4450 1.0 25.4 .50 12.7 .015 .38 25 125

MLT6DEH15-Q 6.0 152 41.5 1054 1000 4450 1.0 25.4 .50 12.7 .015 .38 25 125

MLT8DEH15-Q 8.0 203 53.5 1359 1000 4450 1.0 25.4 .50 12.7 .015 .38 25 125

NEW! Super-Heavy Cross Section

MLT4DSH-Q 4.0 102 29.5 749 1200 5340 1.0 25.4 .625 15.9 .015 .38

RT1HT

25 125

MLT6DSH-Q 6.0 152 41.5 1054 1200 5340 1.0 25.4 .625 15.9 .015 .38 25 125

MLT8DSH-Q 8.0 203 53.5 1359 1200 5340 1.0 25.4 .625 15.9 .015 .38 25 125

AISI 316 Stainless Steel — For MLTDH Double Wrapped Ties

NEW! Extra-Heavy Cross Section

MLT4DEH-Q316 4.0 102 29.5 749 800 3560 1.0 25.4 .50 12.7 .010 .25

RT1HT, ST3MT

25 125

MLT6DEH-Q316 6.0 152 41.5 1054 800 3560 1.0 25.4 .50 12.7 .010 .25 25 125

MLT8DEH-Q316 8.0 203 53.5 1359 800 3560 1.0 25.4 .50 12.7 .010 .25 25 125

MLT4DEH15-Q316 4.0 102 29.5 749 1000 4450 1.0 25.4 .50 12.7 .015 .38 25 125

MLT6DEH15-Q316 6.0 152 41.5 1054 1000 4450 1.0 25.4 .50 12.7 .015 .38 25 125

MLT8DEH15-Q316 8.0 203 53.5 1359 1000 4450 1.0 25.4 .50 12.7 .015 .38 25 125

NEW! Super-Heavy Cross Section

MLT4DSH-Q316 4.0 102 29.5 749 1200 5340 1.0 25.4 .625 15.9 .015 .38

RT1HT

25 125

MLT6DSH-Q316 6.0 152 41.5 1054 1200 5340 1.0 25.4 .625 15.9 .015 .38 25 125

MLT8DSH-Q316 8.0 203 53.5 1359 1200 5340 1.0 25.4 .625 15.9 .015 .38 25 125
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Each cross-

section of cable

ties can be

installed with a

variety of

tensions to meet

the application.

The proper tensions (listed on

PANDUIT ® cable tie packages) are

clearly marked with this indicator.

Installation Tools for All Stainless Steel Cable

Ties and Custom Length Banding System

ST3MT, PPTMT, HTMT, GS4MT, RT1HT

PPTMT Installation Tool

Power assisted (pneumatic tool) will
automatically tension and cut off
excess tie when predetermined
tension is reached with the squeeze
of a trigger.

Side Entry

PPTMT (Pneumatic)

• Power assisted tool for fast and
effortless installation

• Cable tie side entry for immediate positioning
of tie and tool

• Controlled tension, fully adjustable

• Automatic cut-off

• One hand operation — lightweight

• Easy removal of excess tie

• Operates 85 PSI - 586 KPA Bar non-lubricated
air and requires no special maintenance

*For information on GS4MT installation tool, refer to page B13.

Fast and Easy Selection Tension Indicator To Change the Tension:

Adjustment Features for PPTMT and GS4MT Tools*

The cross-

section of the

cable tie being

installed is

clearly indicated

on the knob.

To change,

simply flip knob to proper cross-

section indicator.

Turn clockwise

to increase.
Turn counter-clock-

wise to decrease.

Part Number Part Description

Std.
Pkg.
Qty.

PPTMT Pneumatic hand tool used with PAN-STEEL ® Type MLT ties, Type MLTC
coated ties, Type MLTDH double wrapped ties and WAVE-TY ™ Stainless Steel
Ties. Automatically tensions and cuts off tie when predetermined tension is
reached, providing more reliable and consistent installations.
Ideal for high production applications. Installs  standard .18 in. (4.6mm),
light-heavy .25 in. (6.4mm) and heavy .31 in. (7.9mm) cross section ties.

1

PPH10 10 ft. (3 m) hose assembly; 1/8 in. (3.175 mm) NPT male connector 1

PL289N1 Filter regulator 1

KPPTMTG Replacement gripper kit for PPTMT 1

KPPTMTB Replacement blade kit for PPTMT 1

A large selection of state-of-the-art installation tooling allows

you to choose the proper tool to meet all your requirements,

no matter what your application. These tools are lightweight

and easy to operate. Because they are fast and efficient  they

speed cable tie installation and lower your total installed cost.

The PANDUIT ® PPTMT and GS4MT tools automatically cut off

excess tie when the pre-set tension level is reached.
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GS4MT Installation Tool

Hand Operated Tool

* When installing over resilient objects (or made resilient by using PCS cushion sleeve.

• Single handle operation for fast installation

• Cable tie side entry for immediate positioning
of tie and tool

• Controlled tension, fully adjustable

• Easy removal of excess tie

• Qualified product listed per SAE
Standard MS90387-3

• Automatically tensions and cuts off tie when
predetermined tension is reached, providing
more reliable and consistent installations*

• Installs standard .18 in. (4.6mm), light-heavy
.25 in. (6.4mm) and heavy .31 in. (7.9mm)
cross section ties

SIDE ENTRY

Part Number Part Description

Std.
Pkg.
Qty.

GS4MT Used with standard, light-heavy and heavy cross section PAN-STEEL ® Type
MLT ties, Type MLTC Coated ties, Type MLTDH Double Wrapped ties and
WAVE-TY ™ Stainless Steel Ties.

1

K4M-BLD Replacement cutter blade for GS4MT 1

K4MTG Replacement tension gripper for GS4MT 1

CAMT Cut-off accessory. Use this accessory with GS4MT tool to cut MBH or MBS
continuous banding. Accessory drops in place for use.

1

To lock selector knob and

tension level

To lock fine adjustment

• For applications requiring a locking device on
either the selector knob (one cross-section
size and tension only) or tension level
adjustment (but allow cross-section
size changes)

• Replacement blade kits and gripper
replacement kits can be part of a scheduled
maintenance plan or used when cut-offs are
not clean and crisp

Tool Tension Lock Kit

CAMT

Part Number Part Description

Std.
Pkg.
Qty.

TTLK3 Tool Tension Locking Kit for GS4MT and PPTMT installation tools. 1



B14 Order number of pieces required, in multiples of Standard Package Quantity. Prime items appear in BOLD.

MLT Ties

Marking

and

ID

MS

Strapping

Accessories

Technical

Info

Markets

Index

HTMT Installation Tool

Installer controlled tension.

ST3MT Installation Tool

Hand operated tool with installer

controlled tension and cut-off.

• Cable tie side entry for immediate
positioning of tie and tool

• One hand operation — lightweight

• Easy removal of excess tie

• Tool tension is controlled by installer.
Lever actuated cut-off

• Rugged, lightweight, easy-to-operate
pliers-type tool provides
mechanical advantage

RT1HT Installation Tool

Part Number Part Description

Std.
Pkg.
Qty.

RT1HT Used with extra-heavy and super-heavy cross section PAN-STEEL ® Type MLT
ties, Type MLTFC coated ties and type MLTDH double wrapped ties.

1

• Cable tie side entry for immediate positioning
of tie and tool

• One or two hand tensioning with multi-position
rear handle

• Adjustable tension control

• Lever actuated cut-off

• Easy removal of excess tie

• Ratchet style tool for high tension

• Rugged, lightweight, easy-to-operate ratchet
tool provides mechanical advantage

Hand operated tool with adjustable

tension control and lever cut-off.

Part Number Part Description

Std.
Pkg.
Qty.

ST3MT Used with standard, light-heavy, heavy, and extra-heavy cross section
PAN-STEEL ® Type MLT ties, Type MLTC coated ties, Type MLTDH double
wrapped ties and WAVE-TY ™ Stainless Steel Ties.

1

KT3MG Replacement tension gripper for ST3MT tool. 1

Part Number Part Description

Std.
Pkg.
Qty.

HTMT Used with standard, light-heavy and heavy cross section PAN-STEEL ® Type
MLT ties, Type MLTC coated ties, Type MLTDH double wrapped ties and
WAVE-TY ™ Stainless Steel Ties.

1

• Economical

• The coiled tie end remaining after tensioning
assures a safe end

• No sharp edges

• Manual tension, no cut-off

• Installs ties parallel to the bundle
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PPAANN --SSTTEEEELL
® SSttaaiinnlleessss  SStteeeell  SSttrraappppiinngg

((MMSS  SSeerriieess))

PANDUIT
® continues to provide innovative products that create the ult imate solut ion for

strapping applicat ions. A new buckle design and tension controlled installat ion tool offer a

quick and safe installat ion for all harsh environments applicat ions.

• Increased loop tensile strength for an extra margin of safety

• Increased retained tension for a more secure bundle

• No sharp edges after installation

• Simplified installation versus ear lock straps

• Fully assembled discrete lengths

PANDUIT
® offers unique products to meet customer needs:

General Purpose Straps — Excellent performance in any environment, available in three widths

Fully Coated Straps — Strength of steel with the protect ion and safety of nylon

Custom Length Strapping System — For use with large bundles

Installat ion Tool — For controlled tension, lever cut-off and lower installed cost
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PANDUIT ® PAN-STEEL
® Stainless Steel Strapping System

Unique Patented Locking Method

The PANDUIT ® PAN-STEEL ® Stainless Steel Strapping System reduces

installation time and leaves no sharp edges.

• 3 widths available: 3/8 in. (9.5mm), 1/2 in. (12.7mm), and 5/8 in. (15.9mm)

• Burr-free sides

• 304 and 316 stainless steel

• Designed for use in critical applications where strength, radiation, weathering,
corrosion, and temperature extremes are a concern

• Temperature range: -112°F (-80°C) to 1000°F (538°C)

Buckle design provides a low
finished profile

After tensioning, cut end is
locked inside buckle — no
exposed sharp edge

•

•

•
•

•

Cross Rib Support*

Enhanced rigidity for higher

loop tensile strength

Hooked Clamping Tab*

Bends strap body within retention

area of buckle for increased loop

tensile strength and full coverage

of cut end of strap

Concave Cross-section*

Enhanced support to

improve tensile strength

Concave Buckle Recess*

Increases body resistance for

increased loop tensile strength

*Patents Pending
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Stainless Steel Buckle Part Number System

MS               B               W              63               C              4

Part Description

Metal

Strap

Inches

38 = 3/8

50 = 1/2

63 = 5/8

Package

Qty.

C = 100 Pcs

Material

4 = 304 SS

6 = 316 SS

B = Buckle Width

The PANDUIT ® Method Reduces Installation Time

Part Number System Example

1. Place strap around the material, insert

tail of strap through buckle. Pull strapping

tight and bend up to hold in place. Insert

tail of strapping into tool nose section.

Squeeze handle to tension.

2. Once proper tension is reached,

maintain tension and raise tool 90° – 120°

over buckle and pull down on cutter lever,

cutting strap.

3. Remove tool, press cut end down and

toward retaining tab.

4. Using the closure lever on the handle of the tool, bend retaining tab down and over cut

end. Provides finished, safe, low profile closure.

Discrete Length Part Numbering System

MS               4               W               38               T               15               L               4

Part Description

Metal

Strap

(C=Coated)

(blank=Uncoated)

Inches

38 = 3/8

50 = 1/2

63 = 5/8

Package

Qty.

L = 50 Pcs.

Material

4 = 304 SS

6 = 316 SS

Bundle

Diameter

Inches

Width Thickness 15 = 0.015"

Stainless Steel Coil Part Number System

MS               W               50              T               15               CR              6

Part Description

Metal

Strap

(C=Coated)

(blank=Uncoated)

Inches

38 = 3/8

50 = 1/2

63 = 5/8

Package

Qty.

QR = 25m

CR = 100 ft

Material

4 = 304 SS

6 = 316 SS

Width Thickness 15 = 0.015”
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PAN-STEEL ® Stainless Steel Strapping

• Buckle design provides a low
finished profile

• After tensioning, cut end is locked inside buckle
— no sharp edges

• Buckle locked in place — will not slip
down strap

• Available in 316 material for the most
corrosive environments

*Per SAE Standard AS23190/3 (formerly MIL). For additional details, refer to pages F1.

Part Number

Max.
Bundle

Diameter Length

Min. Loop
Tensile

Strength*

Min.
Bundle

Diameter Width Thickness

Recommended
PANDUIT ®

Installation
Tool

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.In. mm In. mm Lbs. N In. mm In. mm In. mm

AISI 304 Stainless Steel

MS2W38T15-L4 2.0 51 11.8 300 500 2225 1.0 25.4 .38 9.5 .015 .38

BT1HT, BT2MS75

50 250

MS4W38T15-L4 4.0 102 18.0 457 500 2225 1.0 25.4 .38 9.5 .015 .38 50 250

MS6W38T15-L4 6.0 152 24.4 620 500 2225 1.0 25.4 .38 9.5 .015 .38 50 250

MS8W38T15-L4 8.0 203 30.7 780 500 2225 1.0 25.4 .38 9.5 .015 .38 50 250

MS10W38T15-L4 10.0 254 37.0 790 500 2225 1.0 25.4 .38 9.5 .015 .38 50 250

MS4W50T15-L4 4.0 102 18.0 457 700 3115 1.0 25.4 .50 12.7 .015 .38 50 250

MS6W50T15-L4 6.0 152 24.4 620 700 3115 1.0 25.4 .50 12.7 .015 .38 50 250

MS8W50T15-L4 8.0 203 30.7 780 700 3115 1.0 25.4 .50 12.7 .015 .38 50 250

MS10W50T15-L4 10.0 254 37.0 940 700 3115 1.0 25.4 .50 12.7 .015 .38 50 250

MS4W63T15-L4 4.0 102 18.0 457 800 3560 1.0 25.4 .63 15.9 .015 .38 50 250

MS6W63T15-L4 6.0 152 24.4 620 800 3560 1.0 25.4 .63 15.9 .015 .38 50 250

MS8W63T15-L4 8.0 203 30.7 780 800 3560 1.0 25.4 .63 15.9 .015 .38 50 250

MS10W63T15-L4 10.0 254 37.0 940 800 3560 1.0 25.4 .63 15.9 .015 .38 50 250

AISI 316 Stainless Steel

MS2W38T15-L6 2.0 51 11.8 300 500 2225 1.0 25.4 .38 9.5 .015 .38

BT1HT, BT2MS75

50 250

MS4W38T15-L6 4.0 102 18.0 457 500 2225 1.0 25.4 .38 9.5 .015 .38 50 250

MS6W38T15-L6 6.0 152 24.4 620 500 2225 1.0 25.4 .38 9.5 .015 .38 50 250

MS8W38T15-L6 8.0 203 30.7 780 500 2225 1.0 25.4 .38 9.5 .015 .38 50 250

MS10W38T15-L6 10.0 254 37.0 940 500 2225 1.0 25.4 .38 9.5 .015 .38 50 250

MS4W50T15-L6 4.0 102 18.0 457 700 3115 1.0 25.4 .50 12.7 .015 .38 50 250

MS6W50T15-L6 6.0 152 24.4 620 700 3115 1.0 25.4 .50 12.7 .015 .38 50 250

MS8W50T15-L6 8.0 203 30.7 780 700 3115 1.0 25.4 .50 12.7 .015 .38 50 250

MS10W50T15-L6 10.0 254 37.0 940 700 3115 1.0 25.4 .50 12.7 .015 .38 50 250

MS4W63T15-L6 4.0 102 18.0 457 800 3560 1.0 25.4 .63 15.9 .015 .38 50 250

MS6W63T15-L6 6.0 152 24.4 620 800 3560 1.0 25.4 .63 15.9 .015 .38 50 250

MS8W63T15-L6 8.0 203 30.7 780 800 3560 1.0 25.4 .63 15.9 .015 .38 50 250

MS10W63T15-L6 10.0 254 37.0 940 800 3560 1.0 25.4 .63 15.9 .015 .38 50 250
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