
Chipsmall Limited consists of a professional team with an average of over 10 year of expertise in the distribution

of electronic components. Based in Hongkong, we have already established firm and mutual-benefit business

relationships with customers from,Europe,America and south Asia,supplying obsolete and hard-to-find components

to meet their specific needs.

With the principle of “Quality Parts,Customers Priority,Honest Operation,and Considerate Service”,our business

mainly focus on the distribution of electronic components. Line cards we deal with include

Microchip,ALPS,ROHM,Xilinx,Pulse,ON,Everlight and Freescale. Main products comprise

IC,Modules,Potentiometer,IC Socket,Relay,Connector.Our parts cover such applications as commercial,industrial,

and automotives areas.

We are looking forward to setting up business relationship with you and hope to provide you with the best service

and solution. Let us make a better world for our industry!

Contact us
Tel: +86-755-8981 8866 Fax: +86-755-8427 6832

Email & Skype: info@chipsmall.com Web: www.chipsmall.com

Address: A1208, Overseas Decoration Building, #122 Zhenhua RD., Futian, Shenzhen, China

    



 Part Turns Ratio Primary Inductance
 Rise Time 

DC Resistance Hi-Pot Insertion Loss
 Application

 Number (±5%) (µH MIN)
 @ 20& to 80% 

(W MAX)  (Vrms MIN) (dB MAX)
 Nominal Bit Rate

    (pS MAX)    (Mbaud)

 T-330SCT 1CT:1CT 26 @ 1Vrms, 100kHz 350 0.2 1,500 -1.5 @ 15-165MHz 265.6 (1/4 speed)

 T-531SCT 1CT:1CT 7.5@1Vrms, 100kHz 325 0.2 1,500 -2.0 @ 50-265MHz 531 (half speed)

 T-1062SCT 1CT:1CT 3.75@1Vrms, 100kHz 280 0.2 1,500 -2.0 @ 100-531MHz 1,062.5 (full speed)

 T-1250SCT 1CT:1CT 3.75@1Vrms, 100kHz 280 0.2 1,500 -2.0@125-650MHz 1,250

 T-1485SCT 1CT:1CT 3.75@1Vrms, 100kHz 270 0.2 1,500 -2.0 1,485 (SMTPE)

 T-3200SCT 1:1 0.70 200 0.2 1,500 -4.5 3,200

NOTES: 

1. To order a RoHS compliant part, add the suffix “NL” to the part number, i.e. T-330SCT becomes T-330SCTNL.

 2. Add suffix “T” to part number for Tape & Reel package (i.e. T-330SCTT).

Electrical Specifications @ 25°C — Operating Temperature -55°C to +125°C

Compliant with ANSI X3T111, Fiber Channel,  
FC-PH-3 for quarter/full speed applications, SMPTE, IEEE1394 Firewire

Moisture sensitivity: Level 3

Pick and place compatible

Peak temperature profile 250°C; NL parts peak temperature is 245°C

AS9100 Certified (Based on and including ISO 9001:2000)
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No Lead  Recommended Reflow Profile (Based on J-STD-020D)

Performance warranty of products offered on this data sheet is limited to the parameters specifi ed. Data is subject to change without notice. Other brand and product names mentioned 
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tS

(s)

tL

(s)

tP

(s MAX)

Ramp-up rate

(TL to TP)

Ramp-down rate

(TP to TL)

Time

25°C to peak temperature

(s MAX)

150 200 217 245 60-120 60-150 30 3°C/s MAX 6°C/s MAX 480

Notes:  

1. All temperatures measured on the package leads.  
2. Maximum times of reflow cycle: 2. 
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Tin/Lead  Recommended Reflow Profile (Based on J-STD-020D)

Performance warranty of products offered on this data sheet is limited to the parameters specifi ed. Data is subject to change without notice. Other brand and product names mentioned 

 
TSMIN

(°C)

TSMAX

(°C)

TL

(°C)

TP

(°C MAX)

tS

(s)

tL

(s)

tP

(s MAX)

Ramp-up rate

(TL to TP)

Ramp-down rate

(TP to TL)

Time

25°C to peak temperature

(s MAX)

100 150 183 235 60-120 60-150 20 3°C/s MAX 6°C/s MAX 360

Notes:  

1. All temperatures measured on the package leads.  
2. Maximum times of reflow cycle: 2. 

For More Information

Corporate Headquarters

PulseR, LLC 

Two Pearl Buck Court

Bristol, PA 19007

U.S.A.

Tel: +1.215.781.6400

Fax: +1.215.781.6403

For Global Sales Representatives and Locations
Visit:  http://www.pulseruggedized.com 

Performance warranty of products offered on this data sheet is limited to the parameters specified. Data is subject to change without notice. Other brand and product 
names mentioned herein may be trademarks or registered trademarks of their respective owners. © Copyright, 2018.PulseR, LLC. All rights reserved.
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