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One world. One KEMET

Overview

The KEMET Organic Capacitor (KO-CAP) is a solid electrolytic capacitor with a conductive polymer cathode capable 
of delivering very low ESR and improved capacitance retention at high frequencies. KO-CAP combines the low ESR of 

surface mount package. Unlike liquid electrolyte-based capacitors, KO-CAP has a very long operational life and high ripple 
current capabilities.

The T52x/T530 Series provides the widest range of voltages, capacitance and case size options in the KO-CAP family and is 
suitable for general purpose DC applications for up to 48 volt DC voltage rails.

� ESR values down to 5 mOhms
� Stable capacitance across temperature and voltage
� No aging effects
� High ripple handling

� High frequency capacitance retention
� 100% accelerated steady state aging
� 100% surge current tested
� Halogen-free epoxy/RoHS compliant

Typical applications include DC/DC converters, audio/sound circuits (mobile phone and base stations, smart phones, MP3 
players), power supply inputs, portable electronics (notebook PCs, displays, SSDs, HDDs and USBs, digital cameras, GPS 
navigation systems, WiFi modules), telecommunications, consumer electronics (analytical and test equipment, high speed 
servers), high voltage applications such as 12 V to 48 V power input rails, densely populated circuits with space restrictions, 
microprocessor decoupling and high ripple current applications.

KEMET Organic Capacitor (KO-CAP®)
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KEMET Organic Capacitor (KO-CAP®)

T52x/T530 Polymer Electrolytic Capacitors

� RoHS Compliant (6/6) according to Directive 2002/95/EC when ordered with 100% Sn, Ni-Pd-Au or 
non-magnetic 100% Sn solder

� Halogen-free
� Epoxy compliant with UL94 V-0

K-SIM

< 1 V to 9 V 
Applications

12 V to 48 V 
Applications

85°C Rated 105°C Rated 125°C Rated Miniature Size Low ESL

T520 Standard X * X** X

T521 High Voltage X X X

T525 High Temperature X * X

T527 Small Size X X X

T528 Low ESL X X X

T529 Miniature X X X

T530
High Cap/Low 

ESR
X X X X

* Not recommended for new design.

** Selected values.
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KEMET Organic Capacitor (KO-CAP®)

T52x/T530 Polymer Electrolytic Capacitors

T 520 V 157 M 006 A T

Capacitor 
Class

Series
Case 
Size1

Capacitance Code 
(pF)

Capacitance 
Tolerance

Rated 
Voltage 
(VDC)

Failure 
Rate/ 

Design
Termination Finish ESR Code

Packaging  
(C-Spec)

T = 
Tantalum

520 = Polymer
521 = High 
Voltage
525 = 125ºC 
Rated
527 = Facedown 
Terminal
528 = Low ESL 
Facedown 
Terminal
529 = Substrate 
Terminal
530 = 125ºC High 
Capacitance

A 
B 
C 
D 
H 

 
L 
M 
P 
Q 
T 
U 
V 
W 
X 
Y 
Z

First two digits 
represent 

number of 
zeros.

M = ±20% 002 = 2 
2R5 = 2.5  
003 = 3  
004 = 4  
006 = 6.3  
008 = 8  
010 = 10  
011 = 11 
12R = 12.5  
016 = 16  
020 = 20  
025 = 25  
035 = 35   
050 = 50     
063 = 63 
075 = 75

A = 
N/A

T = 100% Matte Tin 
(Sn) plated 
H*** = Tin/Lead 
(SnPb) solder coated 
(5% Pb minimum) 
P* = Ni-Pd-Au plated 
N = Non-magnetic 
100% Tin (Sn) 
M = Non-magnetic 
(SnPb) 
A** = Ni - Au

E = ESR 
Last three 

digits 
specify ESR 

 
(045 = 

Blank = 7" Reel 
7280 = 13" Reel

1 See dimension table for EIA codes

* P termination only available on select part numbers

** A termination only available on T529 part numbers

*** H termination not available for T527 / T529 part numbers

Operating Temperature

Rated Capacitance Range 4.7 – 1,500 μF at 120 Hz/25°C

Capacitance Tolerance M Tolerance (20%)

Rated Voltage Range 2 – 75 V

DF (120 Hz)

ESR (100 kHz)

Leakage Current μ
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KEMET Organic Capacitor (KO-CAP®)

T52x/T530 Polymer Electrolytic Capacitors

Endurance

Temperature: 85°C, 105°C, 125°C ** 
Voltage: 1.0 Rated Voltage 
                2/3 Rated Voltage for 125°C rating PN 
Time: 2,000 Hours 
           1,000 Hours for T527/T529 Series

T527 & T529 Series: Within initial DC/C limits

DF
Within initial limits
T527 & T529: Within 1.5 x initial limits

DCL
Within 1.25 x initial limit 
T527 Series : Within initial limits 
T529 Series : Within 3.0 x  initial limits

ESR
Within 2.0 x initial limit
(N/A for T527 & T529)

Storage Life

Temperature: 105°C, 125°C ** 
Voltage: 0 Voltage 
Time: 2,000 Hours 
(N/A for T527 & T529 Series)

DF Within initial limits

DCL
Within 1.25 x initial limit

T525/T530 Series: Within 2.0 x initial limit

ESR
Within 2.0 x initial limit/Within initial limit 
(T525)

Humidity

Temperature: 60°C 
Voltage: No Load
Humidity: 90% RH
Time: 500 Hours, 1,000 Hours (T525, T530)

limit

DF
Within initial limits 
T527/T529 Series: Within 1.5 x initial limits

DCL

Within 5.0 x initial limit 
T521/T525/T529/T530 Series: Within 3.0 x 
initial limit 
T527 Series: Within initial limits

ESR
Within 2.0 x initial limit 
T525/T527/T529/T530: N/A

Temperature Stability

Extreme temperature exposure at 
a succession of continuous steps 

C/C 0% of DC/C 
(T527/29)

±20%  
DC/C (T529/T530)

DF

DCL
N/A

1.25 CV (T529)

Surge Voltage
Temperature: 105°C, 85°C (T527/T529) 
Voltage: 1.32 x Rated voltage
Time: 1,000 cycles

 
T527/T529 Series: Within initial DC/C limits

DF Within initial limits

DCL Within initial limits

ESR
Within initial limits
T527/T529 Series: N/A

Mechanical Shock/
Vibration

 
100 G Peak.

Within ±10% of initial value
Within initial DC/C limits

 
10 Hz to 2,000 Hz, 20 G peak

DF Within initial limits

DCL Within initial limits

*IL = Initial limit
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KEMET Organic Capacitor (KO-CAP®)

T52x/T530 Polymer Electrolytic Capacitors
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KEMET Organic Capacitor (KO-CAP®)

T52x/T530 Polymer Electrolytic Capacitors

Metric will govern 

T520/T521/T525/T530

 H 

 X  T 

 B 

 B 

 F 

 A 

 L 
 R 

 P 

SIDE VIEW ANODE (+) END VIEW BOTTOM VIEWCATHODE (-) END VIEW

 W 

 S S

Termination cutout 
at KEMET's option, 

either end

Glue pad 
shape/design at 
KEMET's option

KEMET L W H
F

±0.1 ±(0.004)

S 
±0.3 ± (0.012) 

S1 ±0.4 (0.0157) 
S2 ±0.2 (0.0079)

B ±0.15 (Ref) 
±0.006

X 
(Ref)

P 
(Ref)

R 
(Ref)

T 
(Ref)

A 
(Min)

A 3216-18
3.2±0.2  

(0.126±0.008)
1.6±0.2 

(0.063±0.008)
1.6±0.2 

(0.063±0.008)
1.2

(0.047)
0.80 (0.032) N/A

0.10±0.10 
(0.004±0.004)

0.4
(0.016)

0.4
(0.016)

0.13
(0.005)

1.2 (0.047)

B 3528-21
3.5±0.2  

(0.138±0.008)
2.8±0.2 

(0.110±0.008)
1.9±0.2 

(0.075±0.004)
2.2

(0.087)

0.80 (0.032) 
S1  = 0.8 (0.032)** 
S2  = 0.8 (0.032)**

0.4
(0.016)

0.10±0.10 
(0.004±0.004)

0.5
(0.020)

1.0
(0.039)

0.13
(0.005)

 1.9 
(0.075)

C 6032-28
6.0±0.3 

(0.236±0.012)
3.2±0.3 

(0.126±0.012)
2.5±0.3 

(0.098±0.012)
2.2

(0.087)
1.30

(0.051)
0.5

(0.020)
0.10±0.10 

(0.004±0.004)
0.9

(0.035)
1.0

(0.039)
0.13

(0.005)
2.9

(0.114)

D 7343-31
7.3±0.3 

(0.287±0.012)
4.3±0.3 

(0.169±0.012)
2.8±0.3 

(0.110±0.012)
2.4

(0.094)
1.30

(0.051)
0.5

(0.020)
0.10±0.10 

(0.004±0.004)
0.9

(0.035)
1.0

(0.039)
0.13

(0.005)
3.6

(0.142)

H 7360-20
7.3±0.3 

(0.287±0.012)
6.0±0.3 

(0.236±0.012)
1.9±0.1 

(0.075±0.004)
4.1

(0.161)
1.3

(0.051)
N/A

0.10±0.10 
(0.004±0.004)

N/A N/A
0.13

(0.005)
3.3

(0.130)

3216-10
3.2±0.2 

(0.126±0.008)
1.6±0.2 

(0.063±0.008)
0.9±0.1 

(0.035±0.004)
1.2±0.1 0.8 ±0.2 N/A N/A N/A N/A N/A N/A

L 6032-19
6.0±0.3  

(0.236±0.012)
3.2±0.2 

(0.110±0.008)
1.8±0.1  

(0.071±0.004)
2.2

(0.087)
1.3

(0.051)
N/A

0.05
(0.002)

N/A N/A
0.13

(0.005)
2.5

(0.098)

M 3528-15
3.5±0.2  

(0.138±0.008)
2.8±0.2 

(0.110±0.008)
1.4±0.1  

(0.055±0.004)
2.2

(0.087)
0.8

(0.031)
N/A

0.05
(0.002)

N/A N/A
0.13

(0.005)
1.1

(0.043)

P 2012-10
2.0±0.1 

(0.079±0.004)
1.25±0.1 

(0.049±0.004)
0.9±0.1 

(0.035±0.004)
0.9 ±0.1 0.55 ±0.1 N/A N/A N/A N/A N/A N/A

Q 7343-12
7.3±0.3  

(0.287±0.012)
4.3±0.3 

(0.169±0.012)
1.1±0.1  

(0.043±0.004)
2.4

(0.094)
1.3

(0.051)
N/A

0.05
(0.002)

N/A N/A
0.13

(0.005)
3.8

(0.150)

T 3528-12
3.5±0.2  

(0.138±0.008)
2.8±0.2 

(0.110±0.008)
1.1±0.1  

(0.043±0.004)
2.2

(0.087)
0.80

(0.032)
N/A

0.05
(0.002)

N/A N/A
0.13

(0.005)
1.9

(0.075)

U 6032-15
6.0±0.3 

(0.236±0.012)
3.2±0.3 

(0.126±0.012)
1.4±0.1 

(0.055±0.004)
2.2

(0.087)
1.30

(0.051)
N/A

0.05
(0.002)

N/A N/A
0.13

(0.005)
2.9

(0.114)

V 7343-19
7.3±0.3 

(0.287±0.012)
4.3±0.3 

(0.169±0.012)
1.8±0.1 * 

(0.071±0.004)
2.4

(0.094)
1.30

(0.051)
N/A

0.05
(0.002)

N/A N/A
0.13

(0.005)
3.6

(0.142)

W 7343-15
7.3±0.3 

(0.287±0.012)
4.3±0.3 

(0.169±0.012)
1.4±0.1 

(0.055±0.004)

2.4(.094) 
2.8±0.2

(0.110±0.0079)**

1.30 (0.051) 
S1 = 5.0 (0.197)** 
S2 = 1.3 (0.051)**

N/A
0.05

(0.002)
N/A N/A

0.13
(0.005)

3.6
(0.142)

X 7343-43
7.3±0.3 

(0.287±0.012)
4.3±0.3 

(0.169±0.012)
4.0±0.3 

(0.157±0.012)
2.4

(0.094)
1.30

(0.051)
0.5

(0.020)
0.10±0.10 

(0.004±0.004)
1.7

(0.067)
1.0 (.039)

0.13
(0.005)

3.6
(0.142)

Y 7343-40
7.3±0.3 

(0.287±0.012)
4.3±0.3 

(0.169±0.012)
3.8±0.2   

(0.150±0.008)
2.4

(0.094)
1.3

(0.051)
0.5

(0.020)
0.10±0.10 

(0.004±0.004)
1.7

(0.067)
1.0

(0.039)
0.13

(0.005)
3.8

(0.150)

Z 7343-17
7.3±0.3 

(0.287±0.012)
4.3±0.3 

(0.169±0.012)
1.6±0.1 

(0.063± 0.004)
2.8±0.2

(0.110±0.0079)**
S1 = 5.0 (0.197)** 
S2 = 1.3 (0.051)**

N/A N/A N/A N/A N/A N/A

* Height tolerance is ±0.2 for V case T521 series only

** S1 & S2 is for T528 series only
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KEMET Organic Capacitor (KO-CAP®)

T52x/T530 Polymer Electrolytic Capacitors

     T527

H

SIDE VIEW BOTTOM VIEWEND VIEW

 W L

 F 

SS

KEMET L W H F S (mg)

3216–10 3.2±0.2 1.6±0.2 0.9±0.1 1.2±0.1 0.8±0.2 70.12

     T528

SIDE VIEW BOTTOM VIEWEND VIEW

H

 W L  F 

S2
S1

 (+) (–)

Termination cutout 
at KEMET's option, 

either end

KEMET L W H F ±0.2 S1 ±0.4 S2 ±0.2 (mg)

B 3528–20 3.5±0.2 2.8±0.2 2.0 Maximum 2.2 0.8 0.8 94.85

W 7343–15 7.3±0.4 4.3±0.3 1.5 Maximum 2.8 5.0 1.3 222.95

Z 7343–17 7.3±0.4 4.3±0.3 1.7 Maximum 2.8 5.0 1.3 206.33

     T529

H

SIDE VIEW BOTTOM VIEWEND VIEW

 W L

 F 

SS

KEMET L W H F S (mg)

P 2012–10 2.0±0.1 1.25±0.1 1.0 maximum 0.9±0.1 0.55±0.1 No data

3216–10 3.2±0.2 1.6±0.2 1.0 maximum 1.2±0.1 0.8±0.1 70.12
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KEMET Organic Capacitor (KO-CAP®)

T52x/T530 Polymer Electrolytic Capacitors

(1) To complete KEMET part number, insert T = 100% Matte Tin (Sn) Plated, H = Standard Solder coated (SnPb 5% Pb minimum), N = Non-Magnetic 100% 
Tin  (Sn),  M = Non-Magnetic (SnPb). Refer to Ordering Information for additional detail.
Higher voltage ratings and tighter ESR may be substituted within the same size at KEMET's option. Voltage substitutions will be marked with the higher 
voltage rating. Substitutions can include better than series.
* Part numbers with an asterisk are not recommended for new designs. Please use the T521 series instead.
Refer to Ordering Information for additional detail.

 
 

DF MSL

μF
μ   

2 470 V/7343-19 T520V477M002A(1)E040 94 10 40 2200 3 105
2.5 47 A/3216-18 T520A476M2R5A(1)E090 11.75 8 90 1100 3 105
2.5 68 A/3216-18 T520A686M2R5A(1)E070 17 8 70 1300 3 105
2.5 68 A/3216-18 T520A686M2R5A(1)E080 17 8 80 1200 3 105
2.5 100 T/3528-12 T520T107M2R5A(1)E040 25 8 40 1600 3 105
2.5 100 T/3528-12 T520T107M2R5A(1)E070 25 8 70 1200 3 105
2.5 100 T/3528-12 T525T107M2R5A(1)E080 25 10 80 1100 3 125
2.5 100 B/3528-21 T520B107M2R5A(1)E025 25 8 25 2300 3 105
2.5 100 B/3528-21 T520B107M2R5A(1)E035 25 8 35 1900 3 105
2.5 100 B/3528-21 T520B107M2R5A(1)E040 25 8 40 1800 3 105
2.5 100 B/3528-21 T520B107M2R5A(1)E070 25 8 70 1300 3 105
2.5 150 U/6032-15 T520U157M2R5A(1)E055 37.5 8 55 1600 3 105
2.5 220 A/3216-18 T520A227M2R5A(1)E025 55 8 25 1732 3 105
2.5 220 A/3216-18 T520A227M2R5A(1)E035 55 8 35 1500 3 105
2.5 220 B/3528-21 T520B227M2R5A(1)E015 55 8 15 2900 3 105
2.5 220 B/3528-21 T520B227M2R5A(1)E018 55 8 18 2700 3 105
2.5 220 B/3528-21 T520B227M2R5A(1)E021 55 8 21 2500 3 105
2.5 220 B/3528-21 T520B227M2R5A(1)E025 55 8 25 2300 3 105
2.5 220 B/3528-21 T520B227M2R5A(1)E030 55 8 30 2100 3 105
2.5 220 B/3528-21 T520B227M2R5A(1)E035 55 8 35 1900 3 105
2.5 220 B/3528-21 T520B227M2R5A(1)E055 55 8 55 1500 3 105
2.5 220 B/3528-21 T520B227M2R5A(1)E070 55 8 70 1300 3 105
2.5 220 T/3528-12 T520T227M2R5A(1)E070 55 10 70 1200 3 105
2.5 220 U/6032-15 T520U227M2R5A(1)E055 55 8 55 1600 3 105
2.5 220 C/6032-28 T520C227M2R5A(1)E025 55 8 25 2600 3 105
2.5 220 C/6032-28 T520C227M2R5A(1)E045 55 8 45 1900 3 105
2.5 220 W/7343-15 T520W227M2R5A(1)E025 55 10 25 2700 3 105
2.5 220 V/7343-19 T520V227M2R5A(1)E006 55 10 6 5600 3 105
2.5 220 V/7343-19 T520V227M2R5A(1)E007 55 10 7 5200 3 105
2.5 220 V/7343-19 T520V227M2R5A(1)E009 55 10 9 4600 3 105
2.5 220 V/7343-19 T520V227M2R5A(1)E012 55 10 12 3900 3 105
2.5 220 V/7343-19 T520V227M2R5A(1)E015 55 10 15 3500 3 105
2.5 220 V/7343-19 T520V227M2R5A(1)E025 55 10 25 2700 3 105
2.5 220 V/7343-19 T520V227M2R5A(1)E045 55 10 45 2000 3 105
2.5 220 D/7343-31 T520D227M2R5A(1)E007 55 10 7 5700 3 105
2.5 220 D/7343-31 T520D227M2R5A(1)E040 55 10 40 2400 3 105
2.5 330 B/3528-21 T520B337M2R5A(1)E009 82.5 8 9 3073 3 105
2.5 330 B/3528-21 T520B337M2R5A(1)E012 83 8 12 2700 3 105
2.5 330 B/3528-21 T520B337M2R5A(1)E015 82.5 8 15 2900 3 105
2.5 330 B/3528-21 T520B337M2R5A(1)E018 82.5 8 18 2700 3 105
2.5 330 B/3528-21 T520B337M2R5A(1)E035 82.5 8 35 1900 3 105
2.5 330 B/3528-21 T520B337M2R5A(1)E045 82.5 8 45 1700 3 105
2.5 330 B/3528-21 T520B337M2R5A(1)E070 82.5 8 70 1300 3 105
2.5 330 C/6032-28 T520C337M2R5A(1)E015 82.5 8 15 3300 3 105
2.5 330 C/6032-28 T520C337M2R5A(1)E018 82.5 8 18 3000 3 105
2.5 330 C/6032-28 T520C337M2R5A(1)E025 82.5 8 25 2600 3 105
2.5 330 C/6032-28 T520C337M2R5A(1)E045 82.5 8 45 1900 3 105

μF
μ   

 DF MSL
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DF MSL

μF
μ   

2.5 330 L/6032-19 T520L337M2R5A(1)E009 82.5 8 9 4100 3 105
2.5 330 L/6032-19 T520L337M2R5A(1)E012 82.5 8 12 3500 3 105
2.5 330 L/6032-19 T520L337M2R5A(1)E025 82.5 8 25 2400 3 105
2.5 330 W/7343-15 T520W337M2R5A(1)E015 82.5 10 15 3500 3 105
2.5 330 W/7343-15 T520W337M2R5A(1)E025 82.5 10 25 2700 3 105
2.5 330 W/7343-15 T520W337M2R5A(1)E040 82.5 10 40 2100 3 105
2.5 330 V/7343-19 T520V337M2R5A(1)E006 82.5 10 6 5600 3 105
2.5 330 V/7343-19 T520V337M2R5A(1)E007 82.5 10 7 5200 3 105
2.5 330 V/7343-19 T520V337M2R5A(1)E009 82.5 10 9 4600 3 105
2.5 330 V/7343-19 T520V337M2R5A(1)E012 82.5 10 12 3900 3 105
2.5 330 V/7343-19 T520V337M2R5A(1)E015 82.5 10 15 3500 3 105
2.5 330 V/7343-19 T520V337M2R5A(1)E018 82.5 10 18 3200 3 105
2.5 330 V/7343-19 T520V337M2R5A(1)E025 82.5 10 25 2700 3 105
2.5 330 V/7343-19 T520V337M2R5A(1)E040 82.5 10 40 2200 3 105
2.5 330 D/7343-31 T520D337M2R5A(1)E006 82.5 10 6 6100 3 105
2.5 330 D/7343-31 T520D337M2R5A(1)E007 82.5 10 7 5700 3 105
2.5 330 D/7343-31 T525D337M2R5A(1)E025 82.5 10 25 3000 3 125
2.5 470 V/7343-19 T520V477M2R5A(1)E006 117.5 10 6 5600 3 105
2.5 470 V/7343-19 T520V477M2R5A(1)E007 117.5 10 7 5200 3 105
2.5 470 V/7343-19 T520V477M2R5A(1)E009 117.5 10 9 4600 3 105
2.5 470 V/7343-19 T520V477M2R5A(1)E012 117.5 10 12 3900 3 105
2.5 470 V/7343-19 T520V477M2R5A(1)E015 117.5 10 15 3500 3 105
2.5 470 V/7343-19 T520V477M2R5A(1)E018 117.5 10 18 3200 3 105
2.5 470 C/6032-28 T520C477M2R5A(1)E025 117.5 8 25 2600 3 105
2.5 470 C/6032-28 T520C477M2R5A(1)E045 117.5 8 45 1900 3 105
2.5 470 D/7343-31 T530D477M2R5A(1)E005 117.5 8 5 7100 3 125
2.5 470 D/7343-31 T520D477M2R5A(1)E006 117.5 10 6 6100 3 105
2.5 470 D/7343-31 T530D477M2R5A(1)E006 117.5 8 6 6500 3 125
2.5 470 D/7343-31 T520D477M2R5A(1)E007 117.5 10 7 5700 3 105
2.5 470 D/7343-31 T520D477M2R5A(1)E009 117.5 10 9 5000 3 105
2.5 470 D/7343-31 T530D477M2R5A(1)E010 117.5 8 10 5000 3 125
2.5 470 D/7343-31 T525D477M2R5A(1)E025 117.5 10 25 3000 3 125
2.5 560 D/7343-31 T530D567M2R5A(1)E005 140 8 5 7100 3 125
2.5 680 D/7343-31 T530D687M2R5A(1)E006 170 8 6 6500 3 125
2.5 680 D/7343-31 T530D687M2R5A(1)E007 170 8 7 6000 3 125
2.5 680 D/7343-31 T520D687M2R5A(1)E010 170 10 10 4700 3 105
2.5 680 D/7343-31 T530D687M2R5A(1)E010 170 8 10 5000 3 125
2.5 680 D/7343-31 T520D687M2R5A(1)E015 170 10 15 3900 3 105
2.5 680 D/7343-31 T525D687M2R5A(1)E025 170 10 25 3000 3 125
2.5 680 D/7343-31 T520D687M2R5A(1)E040 170 10 40 2400 3 105
2.5 680 Y/7343-40 T530Y687M2R5A(1)E005 170 8 5 7300 3 125
2.5 680 Y/7343-40 T530Y687M2R5A(1)E006 170 8 6 6600 3 125
2.5 680 Y/7343-40 T530Y687M2R5A(1)E007 170 8 7 6100 3 125
2.5 680 Y/7343-40 T520Y687M2R5A(1)E015 170 10 15 4000 3 105
2.5 680 Y/7343-40 T520Y687M2R5A(1)E025 170 10 25 3100 3 105
2.5 680 X/7343-43 T530X687M2R5A(1)E006 170 8 6 6700 3 125
2.5 1000 D/7343-31 T520D108M2R5A(1)E4R5 250 10 4.5 7100 3 105

μF
μ   

 DF MSL

(1) To complete KEMET part number, insert T = 100% Matte Tin (Sn) Plated, H = Standard Solder coated (SnPb 5% Pb minimum), N = Non-Magnetic 100% 
Tin  (Sn),  M = Non-Magnetic (SnPb). Refer to Ordering Information for additional detail.
Higher voltage ratings and tighter ESR may be substituted within the same size at KEMET's option. Voltage substitutions will be marked with the higher 
voltage rating. Substitutions can include better than series.
* Part numbers with an asterisk are not recommended for new designs. Please use the T521 series instead.
Refer to Ordering Information for additional detail.
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(1) To complete KEMET part number, insert T = 100% Matte Tin (Sn) Plated, H = Standard Solder coated (SnPb 5% Pb minimum), N = Non-Magnetic 100% 
Tin  (Sn),  M = Non-Magnetic (SnPb). Refer to Ordering Information for additional detail.
Higher voltage ratings and tighter ESR may be substituted within the same size at KEMET's option. Voltage substitutions will be marked with the higher 
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DF MSL

μF
μ   

2.5 1000 D/7343-31 T520D108M2R5A(1)E006 250 10 6 6100 3 105
2.5 1000 D/7343-31 T520D108M2R5A(1)E007 250 10 7 5700 3 105
2.5 1000 D/7343-31 T520D108M2R5A(1)E009 250 10 9 5000 3 105
2.5 1000 D/7343-31 T520D108M2R5A(1)E010 250 10 10 4700 3 105
2.5 1000 D/7343-31 T520D108M2R5A(1)E015 250 10 15 3900 3 105
2.5 1000 D/7343-31 T520D108M2R5A(1)E030 250 10 30 2700 3 105
2.5 1000 Y/7343-40 T530Y108M2R5A(1)E005 250 8 5 7300 3 125
2.5 1000 Y/7343-40 T530Y108M2R5A(1)E006 250 8 6 6600 3 125
2.5 1000 Y/7343-40 T520Y108M2R5A(1)E010 250 10 10 4900 3 105
2.5 1000 Y/7343-40 T520Y108M2R5A(1)E015 250 10 15 4000 3 105
2.5 1000 Y/7343-40 T520Y108M2R5A(1)E025 250 10 25 3100 3 105
2.5 1000 X/7343-43 T530X108M2R5A(1)E004 250 8 4 8200 3 125
2.5 1000 X/7343-43 T530X108M2R5A(1)E005 250 8 5 7300 3 125
2.5 1000 X/7343-43 T530X108M2R5A(1)E006 250 8 6 6700 3 125
2.5 1000 X/7343-43 T520X108M2R5A(1)E010 250 10 10 5000 3 105
2.5 1500 X/7343-43 T530X158M2R5A(1)E005 375 8 5 7300 3 125
2.5 1500 X/7343-43 T520X158M2R5A(1)E015 375 10 15 4100 3 105
3 100 B/3528-21 T525B107M003A(1)E080 30 8 80 1300 3 125
3 100 B/3528-21 T520B107M003A(1)E025 30 8 25 2300 3 105
3 100 B/3528-21 T520B107M003A(1)E035 30 8 35 1900 3 105
3 100 B/3528-21 T520B107M003A(1)E040 30 8 40 1800 3 105
3 100 B/3528-21 T520B107M003A(1)E070 30 8 70 1300 3 105
3 150 B/3528-21 T520B157M003A(1)E025 45 8 25 2300 3 105
3 150 B/3528-21 T520B157M003A(1)E035 45 8 35 1900 3 105
3 150 B/3528-21 T520B157M003A(1)E040 45 8 40 1800 3 105
3 150 B/3528-21 T520B157M003A(1)E070 45 8 70 1300 3 105
3 150 B/3528-21 T525B157M003A(1)E080 45 8 80 1300 3 125
3 330 V/7343-19 T520V337M003A(1)E009 99 10 9 4600 3 105
3 330 V/7343-19 T520V337M003A(1)E012 99 10 12 3900 3 105
3 330 V/7343-19 T520V337M003A(1)E015 99 10 15 3500 3 105
3 330 V/7343-19 T520V337M003A(1)E025 99 10 25 2700 3 105
3 330 D/7343-31 T525D337M003A(1)E025 99 10 25 3000 3 125
3 470 D/7343-31 T530D477M003A(1)E010 141 8 10 5000 3 125
3 470 D/7343-31 T525D477M003A(1)E025 141 10 25 3000 3 125
3 680 D/7343-31 T530D687M003A(1)E010 204 8 10 5000 3 125
3 680 D/7343-31 T520D687M003A(1)E015 204 10 15 3900 3 105
3 680 D/7343-31 T525D687M003A(1)E025 204 10 25 3000 3 125
3 680 D/7343-31 T520D687M003A(1)E040 204 10 40 2400 3 105
3 1000 X/7343-43 T530X108M003A(1)E010 300 8 10 5200 3 125
3 1000 X/7343-43 T520X108M003A(1)E015 300 10 15 4100 3 105
3 1000 X/7343-43 T520X108M003A(1)E030 300 10 30 2900 3 105
3 1500 X/7343-43 T530X158M003A(1)E008 450 8 8 5800 3 125
4 15 T/3528-12 T520T156M004A(1)E100 6 8 100 1000 3 105
4 33 A/3216-18 T520A336M004A(1)E070 13.2 8 70 1300 3 105
4 33 A/3216-18 T520A336M004A(1)E080 13.2 8 80 1200 3 105
4 47 A/3216-18 T520A476M004A(1)E070 18.8 8 70 1300 3 105
4 47 A/3216-18 T520A476M004A(1)E080 18.8 8 80 1200 3 105

μF
μ   

 DF MSL



© KEMET Electronics Corporation � P.O. Box 5928 � Greenville, SC 29606 � 864-963-6300 � www.kemet.com T2076_T52X-530 � 10/25/2016 1111

KEMET Organic Capacitor (KO-CAP®)

T52x/T530 Polymer Electrolytic Capacitors

 
 

DF MSL

μF
μ   

4 47 T/3528-12 T520T476M004A(1)E070 18.8 8 70 1200 3 105
4 68 A/3216-18 T520A686M004A(1)E180 27 8 180 800 3 105
4 68 T/3528-12 T520T686M004A(1)E070 27.2 8 70 1200 3 105
4 68 B/3528-21 T520B686M004A(1)E025 27.2 8 25 2300 3 105
4 68 B/3528-21 T520B686M004A(1)E035 27.2 8 35 1900 3 105
4 68 B/3528-21 T520B686M004A(1)E040 27.2 8 40 1800 3 105
4 68 B/3528-21 T520B686M004A(1)E070 27.2 8 70 1300 3 105
4 68 B/3528-21 T525B686M004A(1)E080 27.2 8 80 1300 3 125
4 68 U/6032-15 T520U686M004A(1)E055 27.2 8 55 1600 3 105
4 100 40 8 200 775 3 105
4 100 A/3216-18 T520A107M004A(1)E150 40 8 150 900 3 105
4 100 A/3216-18 T520A107M004A(1)E200 40 8 200 700 3 105
4 100 T/3528-12 T520T107M004A(1)E070 40 8 70 1200 3 105
4 100 T/3528-12 T520T107M004A(1)E150 40 8 150 800 3 105
4 100 B/3528-21 T520B107M004A(1)E025 40 8 25 2300 3 105
4 100 B/3528-21 T520B107M004A(1)E035 40 8 35 1900 3 105
4 100 B/3528-21 T520B107M004A(1)E040 40 8 40 1800 3 105
4 100 B/3528-21 T520B107M004A(1)E070 40 8 70 1300 3 105
4 100 B/3528-21 T525B107M004A(1)E080 40 8 80 1300 3 125
4 100 U/6032-15 T520U107M004A(1)E055 40 8 55 1600 3 105
4 150 B/3528-21 T520B157M004A(1)E015 60 8 15 2900 3 105
4 150 B/3528-21 T520B157M004A(1)E018 60 8 18 2700 3 105
4 150 B/3528-21 T520B157M004A(1)E025 60 8 25 2300 3 105
4 150 B/3528-21 T520B157M004A(1)E030 60 8 30 2100 3 105
4 150 B/3528-21 T520B157M004A(1)E035 60 8 35 1900 3 105
4 150 B/3528-21 T520B157M004A(1)E040 60 8 40 1800 3 105
4 150 B/3528-21 T520B157M004A(1)E070 60 8 70 1300 3 105
4 150 U/6032-15 T520U157M004A(1)E055 60 8 55 1600 3 105
4 150 C/6032-28 T520C157M004A(1)E015 60 8 15 3300 3 105
4 150 C/6032-28 T520C157M004A(1)E025 60 8 25 2600 3 105
4 150 C/6032-28 T520C157M004A(1)E045 60 8 45 1900 3 105
4 150 C/6032-28 T520C157M004A(1)E100 60 8 100 1300 3 105
4 150 V/7343-19 T520V157M004A(1)E007 60 10 7 5200 3 105
4 150 V/7343-19 T520V157M004A(1)E009 60 10 9 4600 3 105
4 150 V/7343-19 T520V157M004A(1)E012 60 10 12 3900 3 105
4 150 V/7343-19 T520V157M004A(1)E015 60 10 15 3500 3 105
4 150 V/7343-19 T520V157M004A(1)E025 60 10 25 2700 3 105
4 150 D/7343-31 T520D157M004A(1)E007 60 10 7 5700 3 105
4 220 B/3528-21 T520B227M004A(1)E035 88 8 35 1900 3 105
4 220 B/3528-21 T520B227M004A(1)E045 88 8 45 1700 3 105
4 220 B/3528-21 T520B227M004A(1)E070 88 8 70 1300 3 105
4 220 C/6032-28 T520C227M004A(1)E015 88 8 15 3300 3 105
4 220 C/6032-28 T520C227M004A(1)E018 88 8 18 3000 3 105
4 220 C/6032-28 T520C227M004A(1)E025 88 8 25 2600 3 105
4 220 C/6032-28 T520C227M004A(1)E045 88 8 45 1900 3 105
4 220 C/6032-28 T520C227M004A(1)E055 88 8 55 1700 3 105
4 220 L/6032-19 T520L227M004A(1)E012 88 8 12 3500 3 105

μF
μ   

 DF MSL

(1) To complete KEMET part number, insert T = 100% Matte Tin (Sn) Plated, H = Standard Solder coated (SnPb 5% Pb minimum), N = Non-Magnetic 100% 
Tin  (Sn),  M = Non-Magnetic (SnPb). Refer to Ordering Information for additional detail.
Higher voltage ratings and tighter ESR may be substituted within the same size at KEMET's option. Voltage substitutions will be marked with the higher 
voltage rating. Substitutions can include better than series.
* Part numbers with an asterisk are not recommended for new designs. Please use the T521 series instead.
Refer to Ordering Information for additional detail.



© KEMET Electronics Corporation � P.O. Box 5928 � Greenville, SC 29606 � 864-963-6300 � www.kemet.com T2076_T52X-530 � 10/25/2016 1212

KEMET Organic Capacitor (KO-CAP®)

T52x/T530 Polymer Electrolytic Capacitors

(1) To complete KEMET part number, insert T = 100% Matte Tin (Sn) Plated, H = Standard Solder coated (SnPb 5% Pb minimum), N = Non-Magnetic 100% 
Tin  (Sn),  M = Non-Magnetic (SnPb). Refer to Ordering Information for additional detail.
Higher voltage ratings and tighter ESR may be substituted within the same size at KEMET's option. Voltage substitutions will be marked with the higher 
voltage rating. Substitutions can include better than series.
* Part numbers with an asterisk are not recommended for new designs. Please use the T521 series instead.
Refer to Ordering Information for additional detail.

 
 

DF MSL

μF
μ   

4 220 L/6032-19 T520L227M004A(1)E025 88 8 25 2400 3 105
4 220 W/7343-15 T520W227M004A(1)E025 88 10 25 2700 3 105
4 220 W/7343-15 T520W227M004A(1)E040 88 10 40 2100 3 105
4 220 V/7343-19 T520V227M004A(1)E006 88 10 6 5600 3 105
4 220 V/7343-19 T520V227M004A(1)E007 88 10 7 5200 3 105
4 220 V/7343-19 T520V227M004A(1)E009 88 10 9 4600 3 105
4 220 V/7343-19 T520V227M004A(1)E012 88 10 12 3900 3 105
4 220 V/7343-19 T520V227M004A(1)E015 88 10 15 3500 3 105
4 220 V/7343-19 T520V227M004A(1)E018 88 10 18 3200 3 105
4 220 V/7343-19 T520V227M004A(1)E025 88 10 25 2700 3 105
4 220 V/7343-19 T520V227M004A(1)E040 88 10 40 2200 3 105
4 220 V/7343-19 T520V227M004A(1)E045 88 10 45 2000 3 105
4 220 D/7343-31 T520D227M004A(1)E006 88 10 6 6100 3 105
4 220 D/7343-31 T520D227M004A(1)E007 88 10 7 5700 3 105
4 220 D/7343-31 T520D227M004A(1)E012 88 10 12 4300 3 105
4 220 D/7343-31 T525D227M004A(1)E025 88 10 25 3000 3 125
4 220 D/7343-31 T520D227M004A(1)E065 88 10 65 1900 3 105
4 330 C/6032-28 T520C337M004A(1)E025 132 8 25 2600 3 105
4 330 C/6032-28 T520C337M004A(1)E045 132 8 45 1900 3 105
4 330 V/7343-19 T520V337M004A(1)E007 132 10 7 5200 3 105
4 330 V/7343-19 T520V337M004A(1)E009 132 10 9 4600 3 105
4 330 V/7343-19 T520V337M004A(1)E012 132 10 12 3900 3 105
4 330 V/7343-19 T520V337M004A(1)E018 132 10 18 3200 3 105
4 330 V/7343-19 T520V337M004A(1)E025 132 10 25 2700 3 105
4 330 V/7343-19 T520V337M004A(1)E040 132 10 40 2200 3 105
4 330 D/7343-31 T530D337M004A(1)E005 132 8 5 7100 3 125
4 330 D/7343-31 T520D337M004A(1)E006 132 10 6 6100 3 105
4 330 D/7343-31 T530D337M004A(1)E006 132 8 6 6500 3 125
4 330 D/7343-31 T520D337M004A(1)E007 132 10 7 5700 3 105
4 330 D/7343-31 T520D337M004A(1)E009 132 10 9 5000 3 105
4 330 D/7343-31 T520D337M004A(1)E012 132 10 12 4300 3 105
4 330 D/7343-31 T520D337M004A(1)E015 132 10 15 3900 3 105
4 330 D/7343-31 T525D337M004A(1)E025 132 10 25 3000 3 125
4 330 D/7343-31 T520D337M004A(1)E040 132 10 40 2400 3 105
4 330 D/7343-31 T520D337M004A(1)E045 132 10 45 2200 3 105
4 470 D/7343-31 T530D477M004A(1)E006 188 8 6 6500 3 125
4 470 D/7343-31 T520D477M004A(1)E010 188 10 10 4700 3 105
4 470 D/7343-31 T530D477M004A(1)E010 188 8 10 5000 3 125
4 470 D/7343-31 T520D477M004A(1)E012 188 10 12 4300 3 105
4 470 D/7343-31 T520D477M004A(1)E015 188 10 15 3900 3 105
4 470 D/7343-31 T520D477M004A(1)E018 188 10 18 3500 3 105
4 470 D/7343-31 T520D477M004A(1)E025 188 10 25 3000 3 105
4 470 D/7343-31 T525D477M004A(1)E025 188 10 25 3000 3 125
4 470 D/7343-31 T520D477M004A(1)E040 188 10 40 2400 3 105
4 470 D/7343-31 T525D477M004A(1)E040 188 10 40 2400 3 125
4 470 Y/7343-40 T530Y477M004A(1)E005 188 8 5 7300 3 125
4 470 Y/7343-40 T530Y477M004A(1)E006 188 8 6 6600 3 125

μF
μ   

 DF MSL
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Refer to Ordering Information for additional detail.

 
 

DF MSL

μF
μ   

4 680 D/7343-31 T520D687M004A(1)E012 272 10 12 4300 3 105
4 680 D/7343-31 T520D687M004A(1)E015 272 10 15 3900 3 105
4 680 D/7343-31 T520D687M004A(1)E025 272 10 25 3000 3 105
4 680 Y/7343-40 T530Y687M004A(1)E005 272 8 5 7300 3 125
4 680 Y/7343-40 T520Y687M004A(1)E010 272 10 10 4900 3 105
4 680 Y/7343-40 T520Y687M004A(1)E015 272 10 15 4000 3 105
4 680 Y/7343-40 T520Y687M004A(1)E025 272 10 25 3100 3 105
4 680 X/7343-43 T530X687M004A(1)E004 272 8 4 8200 3 125
4 680 X/7343-43 T530X687M004A(1)E005 272 8 5 7300 3 125
4 680 X/7343-43 T530X687M004A(1)E006 272 8 6 6700 3 125
4 680 X/7343-43 T520X687M004A(1)E010 272 10 10 5000 3 105
4 680 X/7343-43 T530X687M004A(1)E010 272 8 10 5200 3 125
4 680 X/7343-43 T520X687M004A(1)E015 272 10 15 4100 3 105
4 680 X/7343-43 T520X687M004A(1)E035 272 10 35 2700 3 105
4 1000 X/7343-43 T530X108M004A(1)E006 400 8 6 6700 3 125

6.3 15 T/3528-12 T520T156M006A(1)E100 9.45 8 100 1000 3 105
6.3 22 P/2012-10 T529P226M006AAE200 22 6 200 510 3 105
6.3 22 A/3216-18 T520A226M006A(1)E090 13.86 8 90 1100 3 105
6.3 22 A/3216-18 T520A226M006A(1)E100 13.86 8 100 1100 3 105
6.3 22 T/3528-12 T520T226M006A(1)E100 13.86 8 100 1000 3 105
6.3 33 A/3216-18 T520A336M006A(1)E070 20.79 8 70 1300 3 105
6.3 33 A/3216-18 T520A336M006A(1)E080 20.79 8 80 1200 3 105
6.3 33 A/3216-18 T520A336M006A(1)E120 20.79 8 120 1000 3 105
6.3 33 T/3528-12 T520T336M006A(1)E070 20.79 8 70 1200 3 105
6.3 33 B/3528-21 T520B336M006A(1)E025 20.79 8 25 2300 3 105
6.3 33 B/3528-21 T520B336M006A(1)E035 20.79 8 35 1900 3 105
6.3 33 B/3528-21 T520B336M006A(1)E040 20.79 8 40 1800 3 105
6.3 33 B/3528-21 T520B336M006A(1)E070 20.79 8 70 1300 3 105
6.3 33 B/3528-21 T525B336M006A(1)E080 20.79 8 80 1300 3 125
6.3 33 C/6032-28 T520C336M006A(1)E100 20.79 8 100 1300 3 105
6.3 47 P/2012-10 T529P476M006AAE200 29.61 6 200 510 3 105
6.3 47 P/2012-10 T529P476M006AAE150 29.6 6 150 408 3 105
6.3 47 29.6 6 200 548 3 105
6.3 47 A/3216-18 T520A476M006A(1)E150 29.61 8 150 900 3 105
6.3 47 T/3528-12 T520T476M006A(1)E040 29.61 8 40 1600 3 105
6.3 47 T/3528-12 T520T476M006A(1)E070 29.61 8 70 1200 3 105
6.3 47 T/3528-12 T525T476M006A(1)E080 29.61 8 80 1100 3 125
6.3 47 B/3528-21 T520B476M006A(1)E025 29.61 8 25 2300 3 105
6.3 47 B/3528-21 T520B476M006A(1)E035 29.61 8 35 1900 3 105
6.3 47 B/3528-21 T520B476M006A(1)E040 29.61 8 40 1800 3 105
6.3 47 B/3528-21 T520B476M006A(1)E070 29.61 8 70 1300 3 105
6.3 47 B/3528-21 T525B476M006A(1)E070 29.61 8 70 1300 3 125
6.3 47 B/3528-21 T525B476M006A(1)E080 29.61 8 80 1300 3 125
6.3 68 A/3216-18 T520A686M006A(1)E150 42.84 8 150 900 3 105
6.3 68 T/3528-12 T520T686M006A(1)E070 42.84 8 70 1200 3 105
6.3 68 T/3528-12 T520T686M006A(1)E150 42.84 8 150 800 3 105
6.3 68 B/3528-21 T520B686M006A(1)E025 42.84 8 25 2300 3 105
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KEMET Organic Capacitor (KO-CAP®)

T52x/T530 Polymer Electrolytic Capacitors

(1) To complete KEMET part number, insert T = 100% Matte Tin (Sn) Plated, H = Standard Solder coated (SnPb 5% Pb minimum), N = Non-Magnetic 100% 
Tin  (Sn),  M = Non-Magnetic (SnPb). Refer to Ordering Information for additional detail.
Higher voltage ratings and tighter ESR may be substituted within the same size at KEMET's option. Voltage substitutions will be marked with the higher 
voltage rating. Substitutions can include better than series.
* Part numbers with an asterisk are not recommended for new designs. Please use the T521 series instead.
Refer to Ordering Information for additional detail.

 
 

DF MSL

μF
μ   

6.3 68 B/3528-21 T520B686M006A(1)E035 42.84 8 35 1900 3 105
6.3 68 B/3528-21 T520B686M006A(1)E040 42.84 8 40 1800 3 105
6.3 68 B/3528-21 T520B686M006A(1)E070 42.84 8 70 1300 3 105
6.3 68 B/3528-21 T525B686M006A(1)E080 42.84 8 80 1300 3 125
6.3 68 U/6032-15 T520U686M006A(1)E055 42.84 8 55 1600 3 105
6.3 68 U/6032-15 T520U686M006A(1)E070 42.84 8 70 1400 3 105
6.3 68 C/6032-28 T520C686M006A(1)E100 42.84 8 100 1300 3 105
6.3 100 63.0 8 200 775 3 105
6.3 100 63.0 8 100 775 3 105
6.3 100 63.0 8 70 1134 3 105
6.3 100 A/3216-18 T520A107M006ATE070 63 8 70 1035 3 105
6.3 100 A/3216-18 T520A107M006ATE045 63 8 45 1600 3 105
6.3 100 A/3216-18 T520A107M006ATE035 63 8 35 1500 3 105
6.3 100 T/3528-12 T520T107M006APE070 63 8 70 1200 3 105
6.3 100 T/3528-12 T520T107M006APE055 63 8 55 1200 3 105
6.3 100 B/3528-21 T520B107M006A(1)E015 63 8 15 2900 3 105
6.3 100 B/3528-21 T520B107M006A(1)E018 63 8 18 2700 3 105
6.3 100 B/3528-21 T520B107M006A(1)E025 63 8 25 2300 3 105
6.3 100 B/3528-21 T520B107M006A(1)E035 63 8 35 1900 3 105
6.3 100 B/3528-21 T520B107M006A(1)E040 63 8 40 1800 3 105
6.3 100 B/3528-21 T520B107M006A(1)E045 63 8 45 1700 3 105
6.3 100 B/3528-21 T520B107M006A(1)E070 63 8 70 1300 3 105
6.3 100 U/6032-15 T520U107M006A(1)E055 63 8 55 1600 3 105
6.3 100 W/7343-15 T520W107M006A(1)E040 63 10 40 2100 3 105
6.3 100 V/7343-19 T520V107M006A(1)E009 63 10 9 4600 3 105
6.3 100 V/7343-19 T520V107M006A(1)E012 63 10 12 3900 3 105
6.3 100 V/7343-19 T520V107M006A(1)E015 63 10 15 3500 3 105
6.3 100 V/7343-19 T520V107M006A(1)E045 63 10 45 2000 3 105
6.3 100 C/6032-28 T520C107M006A(1)E025 63 8 25 2600 3 105
6.3 100 C/6032-28 T520C107M006A(1)E045 63 8 45 1900 3 105
6.3 120 B/3528-21 T520B127M006A(1)E035 75.6 8 35 1900 3 105
6.3 150 283.5 10 200 548 3 105
6.3 150 M/3528-15 T520M157M006A(1)E035 94.5 8 35 1900 3 105
6.3 150 M/3528-15 T520M157M006A(1)E070 94.5 8 70 1300 3 105
6.3 150 M/3528-15 T520M157M006A(1)E150 94.5 8 150 900 3 105
6.3 150 M/3528-15 T520M157M006A(1)E200 94.5 8 200 800 3 105
6.3 150 B/3528-21 T520B157M006A(1)E025 94.5 8 25 2300 3 105
6.3 150 B/3528-21 T520B157M006A(1)E035 94.5 8 35 1900 3 105
6.3 150 B/3528-21 T520B157M006A(1)E045 94.5 8 45 1700 3 105
6.3 150 B/3528-21 T520B157M006A(1)E070 94.5 8 70 1300 3 105
6.3 150 T/3528-12 T520T157M006A(1)E035 94.5 8 35 1700 3 105
6.3 150 C/6032-28 T520C157M006A(1)E015 94.5 8 15 3300 3 105
6.3 150 C/6032-28 T520C157M006A(1)E025 94.5 8 25 2600 3 105
6.3 150 C/6032-28 T520C157M006A(1)E045 94.5 8 45 1900 3 105
6.3 150 C/6032-28 T520C157M006A(1)E055 94.5 8 55 1700 3 105
6.3 150 U/6032-15 T520U157M006A(1)E045 94.5 8 45 1700 3 105
6.3 150 U/6032-15 T520U157M006A(1)E055 94.5 8 55 1600 3 105
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KEMET Organic Capacitor (KO-CAP®)

T52x/T530 Polymer Electrolytic Capacitors

(1) To complete KEMET part number, insert T = 100% Matte Tin (Sn) Plated, H = Standard Solder coated (SnPb 5% Pb minimum), N = Non-Magnetic 100% 
Tin  (Sn),  M = Non-Magnetic (SnPb). Refer to Ordering Information for additional detail.
Higher voltage ratings and tighter ESR may be substituted within the same size at KEMET's option. Voltage substitutions will be marked with the higher 
voltage rating. Substitutions can include better than series.
* Part numbers with an asterisk are not recommended for new designs. Please use the T521 series instead.
Refer to Ordering Information for additional detail.

 
 

DF MSL

μF
μ   

6.3 150 L/6032-19 T520L157M006A(1)E012 94.5 8 12 3500 3 105
6.3 150 L/6032-19 T520L157M006A(1)E025 94.5 8 25 2400 3 105
6.3 150 W/7343-15 T520W157M006A(1)E025 94.5 10 25 2700 3 105
6.3 150 W/7343-15 T520W157M006A(1)E040 94.5 10 40 2100 3 105
6.3 150 V/7343-19 T520V157M006A(1)E006 94.5 10 6 5600 3 105
6.3 150 V/7343-19 T520V157M006A(1)E007 94.5 10 7 5200 3 105
6.3 150 V/7343-19 T520V157M006A(1)E009 94.5 10 9 4600 3 105
6.3 150 V/7343-19 T520V157M006A(1)E012 94.5 10 12 3900 3 105
6.3 150 V/7343-19 T520V157M006A(1)E015 94.5 10 15 3500 3 105
6.3 150 V/7343-19 T520V157M006A(1)E018 94.5 10 18 3200 3 105
6.3 150 V/7343-19 T520V157M006A(1)E025 94.5 10 25 2700 3 105
6.3 150 V/7343-19 T520V157M006A(1)E040 94.5 10 40 2200 3 105
6.3 150 V/7343-19 T520V157M006A(1)E045 94.5 10 45 2000 3 105
6.3 150 D/7343-31 T520D157M006A(1)E006 94.5 10 6 6100 3 105
6.3 150 D/7343-31 T520D157M006A(1)E007 94.5 10 7 5700 3 105
6.3 150 D/7343-31 T520D157M006A(1)E015 94.5 10 15 3900 3 105
6.3 150 D/7343-31 T520D157M006A(1)E025 94.5 10 25 3000 3 105
6.3 150 D/7343-31 T525D157M006A(1)E025 94.5 10 25 3000 3 125
6.3 150 D/7343-31 T520D157M006A(1)E055 94.5 10 55 2000 3 105
6.3 220 B/3528-21 T520B227M006A(1)E025 138.6 8 25 2300 3 105
6.3 220 B/3528-21 T520B227M006A(1)E035 138.6 8 35 1900 3 105
6.3 220 B/3528-21 T520B227M006A(1)E045 138.6 8 45 1700 3 105
6.3 220 B/3528-21 T520B227M006A(1)E070 138.6 8 70 1300 3 105
6.3 220 C/6032-28 T520C227M006A(1)E015 138.6 8 15 3300 3 105
6.3 220 C/6032-28 T520C227M006A(1)E018 138.6 8 18 3000 3 105
6.3 220 C/6032-28 T520C227M006A(1)E025 138.6 8 25 2600 3 105
6.3 220 C/6032-28 T520C227M006A(1)E045 138.6 8 45 1900 3 105
6.3 220 V/7343-19 T520V227M006A(1)E007 138.6 10 7 5200 3 105
6.3 220 V/7343-19 T520V227M006A(1)E009 138.6 10 9 4600 3 105
6.3 220 V/7343-19 T520V227M006A(1)E012 138.6 10 12 3900 3 105
6.3 220 V/7343-19 T520V227M006A(1)E015 138.6 10 15 3500 3 105
6.3 220 V/7343-19 T520V227M006A(1)E018 138.6 10 18 3200 3 105
6.3 220 V/7343-19 T520V227M006A(1)E025 138.6 10 25 2700 3 105
6.3 220 V/7343-19 T520V227M006A(1)E040 138.6 10 40 2200 3 105
6.3 220 D/7343-31 T530D227M006A(1)E005 138.6 8 5 7100 3 125
6.3 220 D/7343-31 T520D227M006A(1)E006 138.6 10 6 6100 3 105
6.3 220 D/7343-31 T530D227M006A(1)E006 138.6 8 6 6500 3 125
6.3 220 D/7343-31 T520D227M006A(1)E007 138.6 10 7 5700 3 105
6.3 220 D/7343-31 T520D227M006A(1)E009 138.6 10 9 5000 3 105
6.3 220 D/7343-31 T520D227M006A(1)E015 138.6 10 15 3900 3 105
6.3 220 D/7343-31 T520D227M006A(1)E018 138.6 10 18 3500 3 105
6.3 220 D/7343-31 T520D227M006A(1)E025 138.6 10 25 3000 3 105
6.3 220 D/7343-31 T525D227M006A(1)E025 138.6 10 25 3000 3 125
6.3 220 D/7343-31 T520D227M006A(1)E040 138.6 10 40 2400 3 105
6.3 220 D/7343-31 T520D227M006A(1)E050 138.6 10 50 2100 3 105
6.3 330 B/3528-21 T520B337M006A(1)E040 207.9 8 40 1800 3 85
6.3 330 B/3528-21 T520B337M006A(1)E070 208 8 70 1300 3 85
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KEMET Organic Capacitor (KO-CAP®)

T52x/T530 Polymer Electrolytic Capacitors

(1) To complete KEMET part number, insert T = 100% Matte Tin (Sn) Plated, H = Standard Solder coated (SnPb 5% Pb minimum), N = Non-Magnetic 100% 
Tin  (Sn),  M = Non-Magnetic (SnPb). Refer to Ordering Information for additional detail.
Higher voltage ratings and tighter ESR may be substituted within the same size at KEMET's option. Voltage substitutions will be marked with the higher 
voltage rating. Substitutions can include better than series.
* Part numbers with an asterisk are not recommended for new designs. Please use the T521 series instead.
Refer to Ordering Information for additional detail.

 
 

DF MSL
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6.3 330 V/7343-19 T520V337M006A(1)E015 207.9 10 15 3500 3 105
6.3 330 V/7343-19 T520V337M006A(1)E018 207.9 10 18 3200 3 105
6.3 330 V/7343-19 T520V337M006A(1)E025 207.9 10 25 2700 3 105
6.3 330 V/7343-19 T520V337M006A(1)E040 207.9 10 40 2200 3 105
6.3 330 V/7343-19 T520V337M006A(1)E045 207.9 10 45 2000 3 105
6.3 330 D/7343-31 T530D337M006A(1)E006 207.9 8 6 6500 3 125
6.3 330 D/7343-31 T520D337M006A(1)E009 207.9 10 9 5000 3 105
6.3 330 D/7343-31 T520D337M006A(1)E010 207.9 10 10 4700 3 105
6.3 330 D/7343-31 T530D337M006A(1)E010 207.9 8 10 5000 3 125
6.3 330 D/7343-31 T520D337M006A(1)E015 207.9 10 15 3900 3 105
6.3 330 D/7343-31 T520D337M006A(1)E018 207.9 10 18 3500 3 105
6.3 330 D/7343-31 T520D337M006A(1)E025 207.9 10 25 3000 3 105
6.3 330 D/7343-31 T525D337M006A(1)E025 207.9 10 25 3000 3 125
6.3 330 D/7343-31 T520D337M006A(1)E040 207.9 10 40 2400 3 105
6.3 330 D/7343-31 T525D337M006A(1)E040 207.9 10 40 2400 3 125
6.3 330 D/7343-31 T520D337M006A(1)E045 207.9 10 45 2200 3 105
6.3 330 Y/7343-40 T530Y337M006A(1)E005 207.9 8 5 7300 3 125
6.3 330 Y/7343-40 T530Y337M006A(1)E006 207.9 8 6 6600 3 125
6.3 330 Y/7343-40 T520Y337M006A(1)E010 207.9 10 10 4900 3 105
6.3 330 Y/7343-40 T530Y337M006A(1)E010 207.9 8 10 5100 3 125
6.3 330 Y/7343-40 T520Y337M006A(1)E015 207.9 10 15 4000 3 105
6.3 330 Y/7343-40 T520Y337M006A(1)E025 207.9 10 25 3100 3 105
6.3 330 Y/7343-40 T520Y337M006A(1)E040 207.9 10 40 2500 3 105
6.3 470 W/7343-15 T520W477M006A(1)E055 296.1 10 55 1800 3 85
6.3 470 W/7343-15 T520W477M006A(1)E035 296.1 9 35 2300 3 85
6.3 470 V/7343-19 T520V477M006A(1)E055 296.1 10 55 1800 3 105
6.3 470 V/7343-19 T520V477M006A(1)E035 296.1 10 35 2300 3 105
6.3 470 Y/7343-40 T530Y477M006A(1)E005 296.1 8 5 7300 3 125
6.3 470 Y/7343-40 T520Y477M006A(1)E010 296.1 10 10 4900 3 105
6.3 470 Y/7343-40 T520Y477M006A(1)E015 296.1 10 15 4000 3 105
6.3 470 Y/7343-40 T520Y477M006A(1)E018 296.1 10 18 3700 3 105
6.3 470 Y/7343-40 T520Y477M006A(1)E025 296.1 10 25 3100 3 105
6.3 470 Y/7343-40 T520Y477M006A(1)E035 296.1 10 35 2600 3 105
6.3 470 Y/7343-40 T525Y477M006A(1)E035 296.1 10 35 2600 3 125
6.3 470 D/7343-31 T520D477M006A(1)E015 296.1 10 15 3900 3 105
6.3 470 D/7343-31 T520D477M006A(1)E025 296.1 10 25 3000 3 105
6.3 470 D/7343-31 T520D477M006A(1)E030 296.1 10 30 2700 3 105
6.3 470 X/7343-43 T530X477M006A(1)E004 296.1 8 4 8200 3 125
6.3 470 X/7343-43 T530X477M006A(1)E005 296.1 8 5 7300 3 125
6.3 470 X/7343-43 T530X477M006A(1)E006 296.1 8 6 6700 3 125
6.3 470 X/7343-43 T520X477M006A(1)E010 296.1 10 10 5000 3 105
6.3 470 X/7343-43 T530X477M006A(1)E010 296.1 8 10 5200 3 125
6.3 470 X/7343-43 T520X477M006A(1)E018 296.1 10 18 3700 3 105
6.3 470 X/7343-43 T520X477M006A(1)E035 296.1 10 35 2700 3 105
6.3 470 X/7343-43 T520X477M006A(1)E040 296.1 10 40 2500 3 105
6.3 680 Y/7343-40 T520Y687M006A(1)E025 428.4 10 25 3100 3 105
6.3 680 X/7343-43 T530X687M006A(1)E010 428.4 8 10 5200 3 125
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KEMET Organic Capacitor (KO-CAP®)

T52x/T530 Polymer Electrolytic Capacitors

(1) To complete KEMET part number, insert T = 100% Matte Tin (Sn) Plated, H = Standard Solder coated (SnPb 5% Pb minimum), N = Non-Magnetic 100% 
Tin  (Sn),  M = Non-Magnetic (SnPb). Refer to Ordering Information for additional detail.
Higher voltage ratings and tighter ESR may be substituted within the same size at KEMET's option. Voltage substitutions will be marked with the higher 
voltage rating. Substitutions can include better than series.
* Part numbers with an asterisk are not recommended for new designs. Please use the T521 series instead.
Refer to Ordering Information for additional detail.

 
 

DF MSL
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6.3 680 X/7343-43 T530X687M006A(1)E018 428.4 8 18 3900 3 125
6.3 680 X/7343-43 T520X687M006A(1)E025 428.4 10 25 3100 3 105
6.3 680 X/7343-43 T520X687M006A(1)E018 428 10 18 3700 3 105
6.3 1000 H/7260-20 T520H108M006A(1)E055 630 20 55 1800 3 85
6.3 1200 H/7260-20 T520H128M006A(1)E070 756 20 70 1200 3 85
6.3 1500 H/7260-20 T520H158M006A(1)E055 945 20 55 1800 3 85
8 22 T/3528-12 T520T226M008A(1)E070 17.6 8 70 1200 3 105
8 33 T/3528-12 T520T336M008A(1)E070 26.4 8 70 1200 3 105
8 33 T/3528-12 T520T336M008A(1)E080 26.4 8 80 1100 3 105
8 33 T/3528-12 T525T336M008A(1)E080 26.4 8 80 1100 3 125
8 33 B/3528-21 T520B336M008A(1)E025 26.4 8 25 2300 3 105
8 33 B/3528-21 T520B336M008A(1)E035 26.4 8 35 1900 3 105
8 33 B/3528-21 T520B336M008A(1)E040 26.4 8 40 1800 3 105
8 33 B/3528-21 T520B336M008A(1)E070 26.4 8 70 1300 3 105
8 33 U/6032-15 T520U336M008A(1)E070 26.4 8 70 1400 3 105
8 47 B/3528-21 T520B476M008A(1)E035 37.6 8 35 1900 3 105
8 47 B/3528-21 T520B476M008A(1)E070 37.6 8 70 1300 3 105
8 82 C/6032-28 T520C826M008A(1)E025 65.6 8 25 2600 3 105
8 82 C/6032-28 T520C826M008A(1)E045 65.6 8 45 1900 3 105
8 150 D/7343-31 T520D157M008A(1)E025 120 10 25 3000 3 105
8 150 D/7343-31 T520D157M008A(1)E040 120 10 40 2400 3 105
8 150 D/7343-31 T520D157M008A(1)E055 120 10 55 2000 3 105
8 150 V/7343-19 T520V157M008A(1)E040 120 10 40 2200 3 105

10 10 P/2012-10 T529P106M010AAE200 30 6 200 510 3 105
10 10 A/3216-18 T520A106M010A(1)E080 10 8 80 1200 3 105
10 10 A/3216-18 T525A106M010A(1)E080 10 8 80 1200 3 125
10 15 A/3216-18 T520A156M010A(1)E080 15 8 80 1200 3 105
10 22 P/2012-10 T529P226M010AAE200 33 6 200 510 3 105
10 22 22 8 200 548 3 105
10 22 A/3216-18 T520A226M010A(1)E080 22 8 80 1200 3 105
10 22 B/3528-21 T525B226M010A(1)E080 22 8 80 1300 3 125
10 33 33 6 200 548 3 105
10 33 T/3528-12 T520T336M010A(1)E040 33 8 40 1600 3 105
10 33 T/3528-12 T520T336M010A(1)E070 33 8 70 1200 3 105
10 33 T/3528-12 T520T336M010A(1)E080 33 8 80 1100 3 105
10 33 T/3528-12 T525T336M010A(1)E080 33 8 80 1100 3 125
10 33 B/3528-21 T520B336M010A(1)E025 33 8 25 2300 3 105
10 33 B/3528-21 T520B336M010A(1)E035 33 8 35 1900 3 105
10 33 B/3528-21 T520B336M010A(1)E040 33 8 40 1800 3 105
10 33 B/3528-21 T520B336M010A(1)E070 33 8 70 1300 3 105
10 33 B/3528-21 T525B336M010A(1)E080 33 8 80 1300 3 125
10 33 U/6032-15 T520U336M010A(1)E070 33 8 70 1400 3 105
10 47 P/2012-10 T529P476M010AAE200 * 141 6 200 510 3 105
10 47 47 6 200 548 3 105
10 47 B/3528-21 T520B476M010A(1)E035 47 8 35 1900 3 105
10 47 B/3528-21 T520B476M010A(1)E070 47 8 70 1300 3 105
10 47 U/6032-15 T520U476M010A(1)E055 47 8 55 1600 3 105
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KEMET Organic Capacitor (KO-CAP®)

T52x/T530 Polymer Electrolytic Capacitors

(1) To complete KEMET part number, insert T = 100% Matte Tin (Sn) Plated, H = Standard Solder coated (SnPb 5% Pb minimum), N = Non-Magnetic 100% 
Tin  (Sn),  M = Non-Magnetic (SnPb). Refer to Ordering Information for additional detail.
Higher voltage ratings and tighter ESR may be substituted within the same size at KEMET's option. Voltage substitutions will be marked with the higher 
voltage rating. Substitutions can include better than series.
* Part numbers with an asterisk are not recommended for new designs. Please use the T521 series instead.
Refer to Ordering Information for additional detail.
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10 47 C/6032-28 T520C476M010A(1)E100 47 8 100 1300 3 105
10 68 U/6032-15 T520U686M010A(1)E055 68 8 55 1600 3 105
10 68 W/7343-15 T520W686M010A(1)E025 68 10 25 2700 3 105
10 68 W/7343-15 T520W686M010A(1)E040 68 10 40 2100 3 105
10 68 C/6032-28 T520C686M010A(1)E045 68 8 45 1900 3 105
10 68 V/7343-19 T520V686M010A(1)E025 68 10 25 2700 3 105
10 68 V/7343-19 T520V686M010A(1)E040 68 10 40 2200 3 105
10 68 V/7343-19 T520V686M010A(1)E045 68 10 45 2000 3 105
10 68 V/7343-19 T520V686M010A(1)E060 68 10 60 1800 3 105
10 68 V/7343-19 T520V686M010A(1)E100 68 10 100 1400 3 105
10 68 D/7343-31 T520D686M010A(1)E100 68 10 100 1500 3 105
10 100 B/3528-21 T520B107M010A(1)E070 100 8 70 1300 3 105
10 100 C/6032-28 T520C107M010A(1)E025 100 8 25 2600 3 105
10 100 C/6032-28 T520C107M010A(1)E045 100 8 45 1900 3 105
10 100 L/6032-19 T520L107M010A(1)E025 100 8 25 2400 3 105
10 100 W/7343-15 T520W107M010A(1)E040 100 10 40 2100 3 105
10 100 V/7343-19 T520V107M010A(1)E018 100 10 18 3200 3 105
10 100 V/7343-19 T520V107M010A(1)E025 100 10 25 2700 3 105
10 100 V/7343-19 T520V107M010A(1)E045 100 10 45 2000 3 105
10 100 V/7343-19 T520V107M010A(1)E050 100 10 50 1900 3 105
10 100 V/7343-19 T520V107M010A(1)E055 100 10 55 1800 3 105
10 100 D/7343-31 T520D107M010A(1)E018 100 10 18 3500 3 105
10 100 D/7343-31 T525D107M010A(1)E025 100 10 25 3000 3 125
10 100 D/7343-31 T520D107M010A(1)E055 100 10 55 2000 3 105
10 100 D/7343-31 T525D107M010A(1)E055 100 10 55 2000 3 125
10 100 D/7343-31 T520D107M010A(1)E080 100 10 80 1700 3 105
10 150 C/6032-28 T520C157M010A(1)E055 150 8 55 1700 3 105
10 150 V/7343-19 T520V157M010A(1)E018 150 10 18 3200 3 105
10 150 V/7343-19 T520V157M010A(1)E025 150 10 25 2700 3 105
10 150 V/7343-19 T520V157M010A(1)E040 150 10 40 2200 3 105
10 150 D/7343-31 T530D157M010A(1)E005 150 8 5 7100 3 125
10 150 D/7343-31 T530D157M010A(1)E006 150 8 6 6500 3 125
10 150 D/7343-31 T530D157M010A(1)E010 150 8 10 5000 3 125
10 150 D/7343-31 T520D157M010A(1)E015 150 10 15 3900 3 105
10 150 D/7343-31 T520D157M010A(1)E018 150 10 18 3500 3 105
10 150 D/7343-31 T520D157M010A(1)E025 150 10 25 3000 3 105
10 150 D/7343-31 T525D157M010A(1)E025 150 10 25 3000 3 125
10 150 D/7343-31 T520D157M010A(1)E040 150 10 40 2400 3 105
10 150 D/7343-31 T520D157M010A(1)E055 150 10 55 2000 3 105
10 150 D/7343-31 T525D157M010A(1)E055 150 10 55 2000 3 125
10 150 Y/7343-40 T520Y157M010A(1)E015 150 10 15 4000 3 105
10 150 Y/7343-40 T520Y157M010A(1)E018 150 10 18 3700 3 105
10 150 Y/7343-40 T520Y157M010A(1)E025 150 10 25 3100 3 105
10 220 V/7343-19 T520V227M010A(1)E045 220 10 45 2000 3 105
10 220 V/7343-19 T520V227M010A(1)E025 220 10 25 2700 3 105
10 220 D/7343-31 T530D227M010A(1)E006 220 8 6 6500 3 125
10 220 D/7343-31 T530D227M010A(1)E010 220 8 10 5000 3 125

μF
μ   

 DF MSL
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(1) To complete KEMET part number, insert T = 100% Matte Tin (Sn) Plated, H = Standard Solder coated (SnPb 5% Pb minimum), N = Non-Magnetic 100% 
Tin  (Sn),  M = Non-Magnetic (SnPb). Refer to Ordering Information for additional detail.
Higher voltage ratings and tighter ESR may be substituted within the same size at KEMET's option. Voltage substitutions will be marked with the higher 
voltage rating. Substitutions can include better than series.
* Part numbers with an asterisk are not recommended for new designs. Please use the T521 series instead.
Refer to Ordering Information for additional detail.

 
 

DF MSL

μF
μ   

10 220 D/7343-31 T520D227M010A(1)E018 220 10 18 3500 3 105
10 220 D/7343-31 T520D227M010A(1)E025 220 10 25 3000 3 105
10 220 D/7343-31 T525D227M010A(1)E025 220 10 25 3000 3 125
10 220 D/7343-31 T520D227M010A(1)E040 220 10 40 2400 3 105
10 220 Y/7343-40 T530Y227M010A(1)E006 220 8 6 6600 3 125
10 220 Y/7343-40 T520Y227M010A(1)E040 220 10 40 2500 3 105
10 330 Y/7343-40 T520Y337M010A(1)E015 330 10 15 4000 3 105
10 330 Y/7343-40 T520Y337M010A(1)E025 330 10 25 3100 3 105
10 330 Y/7343-40 T520Y337M010A(1)E035 330 10 35 2600 3 105
10 330 Y/7343-40 T525Y337M010A(1)E035 330 10 35 2600 3 125
10 330 X/7343-43 T530X337M010A(1)E004 330 8 4 8200 3 125
10 330 X/7343-43 T530X337M010A(1)E005 330 8 5 7300 3 125
10 330 X/7343-43 T530X337M010A(1)E006 330 8 6 6700 3 125
10 330 X/7343-43 T520X337M010A(1)E010 330 10 10 5000 3 105
10 330 X/7343-43 T530X337M010A(1)E010 330 8 10 5200 3 125
10 330 X/7343-43 T520X337M010A(1)E025 330 10 25 3100 3 105
10 330 X/7343-43 T520X337M010A(1)E035 330 10 35 2700 3 105
10 820 H/7260-20 T520H827M010A(1)E070 820 20 70 1200 3 85
10 330 X/7343-43 T520X337M010A(1)E040 330 10 40 2500 3 105
11 47 Q/7343-12 T520Q476M011A(1)E040 52 10 40 4500 3 105

12.5 10 T/3528-12 T520T106M12RA(1)E150 12.5 8 150 800 3 105
12.5 15 T/3528-12 T520T156M12RA(1)E080 18.75 8 80 1100 3 105
12.5 47 T/3528-12 T521T476M12RA(1)E090 58.8 8 90 1100 3 105
16 10 B/3528-21 T520B106M016A(1)E100 * 16 8 100 1100 3 105
16 10 B/3528-21 T521B106M016A(1)E100 16 8 100 1100 3 125
16 15 B/3528-21 T521B156M016A(1)E090 24 8 90 1200 3 105
16 22 B/3528-21 T521B226M016A(1)E090 35.2 8 90 1200 3 105
16 22 C/6032-28 T520C226M016A(1)E080 35.2 8 80 1400 3 105
16 33 T/3528-12 T521T336M016A(1)E045 52.8 8 45 1500 3 105
16 33 T/3528-12 T521T336M016A(1)E050 52.8 10 50 1400 3 105
16 33 Q/7343-12 T521Q336M016A(1)E040 52.8 10 40 2500 3 105
16 33 W/7343-15 T520W336M016A(1)E045 52.8 10 45 2000 3 105
16 33 V/7343-19 T520V336M016A(1)E045 52.8 10 45 2000 3 105
16 33 V/7343-19 T520V336M016A(1)E060 52.8 10 60 1800 3 105
16 33 V/7343-19 T520V336M016A(1)E070 52.8 10 70 1600 3 105
16 47 W/7343-15 T521W476M016A(1)E040 75.2 10 40 2100 3 105
16 47 W/7343-15 T520W476M016A(1)E045 * 75.2 10 45 2000 3 105
16 47 W/7343-15 T521W476M016A(1)E045 75.2 10 45 2000 3 105
16 47 V/7343-19 T521V476M016A(1)E040 75.2 10 40 2200 3 105
16 47 V/7343-19 T520V476M016A(1)E045 75.2 10 45 2000 3 105
16 47 V/7343-19 T521V476M016A(1)E055 75.2 10 55 1800 3 105
16 47 V/7343-19 T520V476M016A(1)E070 * 75.2 10 70 1600 3 105
16 47 V/7343-19 T521V476M016A(1)E070 75.2 10 70 1600 3 105
16 47 V/7343-19 T521V476M016A(1)E080 75.2 10 80 1500 3 105
16 47 D/7343-31 T520D476M016A(1)E035 75.2 10 35 2500 3 105
16 47 D/7343-31 T525D476M016A(1)E035 75.2 10 35 2500 3 125
16 47 D/7343-31 T521D476M016A(1)E040 75.2 10 40 2400 3 105

μF
μ   

 DF MSL
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(1) To complete KEMET part number, insert T = 100% Matte Tin (Sn) Plated, H = Standard Solder coated (SnPb 5% Pb minimum), N = Non-Magnetic 100% 
Tin  (Sn),  M = Non-Magnetic (SnPb). Refer to Ordering Information for additional detail.
Higher voltage ratings and tighter ESR may be substituted within the same size at KEMET's option. Voltage substitutions will be marked with the higher 
voltage rating. Substitutions can include better than series.
* Part numbers with an asterisk are not recommended for new designs. Please use the T521 series instead.
Refer to Ordering Information for additional detail.

 
 

DF MSL

μF
μ   

16 47 D/7343-31 T521D476M016A(1)E045 75.2 10 45 2200 3 105
16 47 D/7343-31 T521D476M016A(1)E055 75.2 10 55 2000 3 105
16 47 D/7343-31 T525D476M016A(1)E065 75.2 10 65 1900 3 125
16 47 D/7343-31 T520D476M016A(1)E070 * 75.2 10 70 1800 3 105
16 47 D/7343-31 T521D476M016A(1)E070 75.2 10 70 1800 3 105
16 47 D/7343-31 T521D476M016A(1)E090 75.2 10 90 1600 3 105
16 68 V/7343-19 T521V686M016A(1)E040 108.8 10 40 2200 3 105
16 68 V/7343-19 T521V686M016A(1)E050 108.8 10 50 1900 3 105
16 68 V/7343-19 T521V686M016A(1)E090 108.8 10 90 1400 3 105
16 68 D/7343-31 T520D686M016A(1)E050 108.8 10 50 2100 3 105
16 100 V/7343-19 T521V107M016A(1)E050 160 10 50 1900 3 125
16 100 D/7343-31 T521D107M016A(1)E050 160 10 50 2100 3 105
16 150 D/7343-31 T521D157M016A(1)E050 240 10 50 2100 3 105
16 150 D/7343-31 T521D157M016A(1)E040 240 10 40 2400 3 105
16 150 X/7343-43 T530X157M016A(1)E015 240 8 15 4200 3 125
16 150 X/7343-43 T530X157M016A(1)E025 240 8 25 3300 3 125
16 150 X/7343-43 T520X157M016A(1)E040 240 10 40 2500 3 105
16 150 X/7343-43 T530X157M016A(1)E040 240 8 40 2600 3 125
16 150 X/7343-43 T521X157M016A(1)E080 240 10 80 1800 3 105
16 220 X/7343-43 T521X227M016A(1)E035 352 10 35 2700 3 125
16 220 X/7343-43 T521X227M016A(1)E050 352 10 50 2200 3 125
16 330 X/7343-43 T521X337M016A(1)E025 528 10 25 3100 3 125
16 330 X/7343-43 T521X337M016A(1)E050 528 10 50 2200 3 125
20 10 B/3528-21 T521B106M020A(1)E100 20 8 100 1100 3 105
20 15 B/3528-21 T521B156M020A(1)E090 30 10 90 1200 3 105
20 22 B/3528-21 T521B226M020A(1)E090 44 8 90 1200 3 105
20 22 V/7343-19 T520V226M020A(1)E040 44 10 40 2200 3 105
20 22 V/7343-19 T520V226M020A(1)E045 44 10 45 2000 3 105
20 22 V/7343-19 T520V226M020A(1)E090 * 44 10 90 1400 3 105
20 22 V/7343-19 T521V226M020A(1)E090 44 10 90 1400 3 125
20 47 W/7343-15 T521W476M020A(1)E040 94 9 40 2100 3 105
20 47 W/7343-15 T521W476M020A(1)E045 94 9 45 2000 3 105
20 47 V/7343-19 T521V476M020A(1)E090 94 10 90 1400 3 125
20 47 V/7343-19 T521V476M020A(1)E080 94 10 80 1500 3 125
20 47 V/7343-19 T521V476M020A(1)E055 94 10 55 1800 3 125
20 47 D/7343-31 T521D476M020A(1)E055 94 10 55 2000 3 125
20 47 D/7343-31 T521D476M020A(1)E040 94 10 40 2400 3 125
20 100 V/7343-19 T521V107M020A(1)E055 200 10 55 1800 3 125
20 100 D/7343-31 T521D107M020A(1)E055 200 10 55 2000 3 105
25 10 B/3528-21 T521B106M025A(1)E100 25 8 100 1100 3 105
25 10 T/3528-12 T521T106M025A(1)E100 25 8 100 1000 3 125
25 10 T/3528-12 T521T106M025A(1)E060 25 8 60 1300 3 125
25 15 V/7343-19 T520V156M025A(1)E090 * 37.5 10 90 1400 3 105
25 15 V/7343-19 T521V156M025A(1)E090 37.5 10 90 1400 3 105
25 15 V/7343-19 T521V156M025A(1)E040 37.5 10 40 2200 3 105
25 15 D/7343-31 T520D156M025A(1)E060 37.5 10 60 1900 3 105
25 15 D/7343-31 T520D156M025A(1)E080 37.5 10 80 1700 3 105

μF
μ   

 DF MSL
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DF MSL

μF
μ   

25 22 W/7343-15 T521W226M025A(1)E040 55 10 40 2100 3 105
25 22 W/7343-15 T521W226M025A(1)E070 55 10 70 1400 3 105
25 22 V/7343-19 T521V226M025A(1)E040 55 10 40 2200 3 105
25 22 V/7343-19 T521V226M025A(1)E045 55 10 45 2000 3 105
25 22 V/7343-19 T521V226M025A(1)E060 55 10 60 1800 3 105
25 22 V/7343-19 T521V226M025A(1)E090 55 10 90 1400 3 105
25 33 V/7343-19 T521V336M025A(1)E060 82.5 10 60 1800 3 105
25 33 V/7343-19 T521V336M025A(1)E040 82.5 10 40 2200 3 105
25 33 D/7343-31 T521D336M025A(1)E040 82.5 10 40 2400 3 105
25 33 D/7343-31 T521D336M025A(1)E060 82.5 10 60 1900 3 105
25 68 D/7343-31 T521D686M025A(1)E070 170 10 70 1800 3 105
25 100 D/7343-31 T521D107M025A(1)E040 250 10 40 2400 3 105
25 100 D/7343-31 T521D107M025A(1)E060 250 10 60 1900 3 105
25 100 X/7343-43 T521X107M025A(1)E030 250 10 30 2900 3 105
25 100 X/7343-43 T521X107M025A(1)E060 250 10 60 2000 3 105
35 6.8 T/3528-12 T521T685M035APE090 23.8 10 90 1100 3 125
35 10 B/3528-21 T521B106M035A(1)E150 35 8 150 900 3 105
35 10 B/3528-21 T521B106M035A(1)E200 35 8 200 800 3 105
35 10 V/7343-19 T521V106M035A(1)E120 35 10 120 1200 3 125
35 15 V/7343-19 T521V156M035A(1)E100 52.5 10 100 1400 3 125
35 15 V/7343-19 T521V156M035A(1)E125 52.5 10 125 1200 3 125
35 22 D/7343-31 T521D226M035A(1)E040 77 10 40 2400 3 125
35 22 D/7343-31 T521D226M035A(1)E060 77 10 60 1900 3 125
35 33 D/7343-31 T521D336M035A(1)E065 115.5 10 65 1900 3 125
35 47 X/7343-43 T521X476M035A(1)E030 164.5 10 30 2900 3 125
35 47 X/7343-43 T521X476M035A(1)E070 164.5 10 70 1900 3 125
50 5.6 D/7343-31 T521D565M050A(1)E070 28 10 70 1800 3 125
50 5.6 D/7343-31 T521D565M050A(1)E090 28 10 90 1600 3 125
50 5.6 V/7343-19 T521V565M050A(1)E070 28 10 70 1800 3 125
50 5.6 V/7343-19 T521V565M050A(1)E090 28 10 90 1600 3 125
50 6.8 D/7343-31 T521D685M050A(1)E070 34 10 70 1800 3 125
50 6.8 D/7343-31 T521D685M050A(1)E090 34 10 90 1600 3 125
50 6.8 V/7343-19 T521V685M050A(1)E070 34 10 70 1800 3 125
50 6.8 V/7343-19 T521V685M050A(1)E090 34 10 90 1600 3 125
50 10 D/7343-31 T521D106M050A(1)E090 50 10 90 1600 3 125
50 10 D/7343-31 T521D106M050A(1)E120 50 10 120 1369 3 125
50 10 V/7343-19 T521V106M050A(1)E090 50 10 90 1600 3 125
50 18 D/7343-31 T521D186M050A(1)E090 90 10 90 1600 3 125
50 18 X/7343-43 T521X186M050A(1)E070 90 10 70 1900 3 125
50 18 X/7343-43 T521X186M050A(1)E050 90 10 50 2200 3 125
50 18 X/7343-43 T521X186M050A(1)E035 90 10 35 2700 3 125
50 22 D/7343-31 T521D226M050A(1)E090 110 10 90 1600 3 125
50 22 X/7343-43 T521X226M050A(1)E075 110 10 75 1815 3 125
50 22 X/7343-43 T521X226M050A(1)E050 110 10 50 2200 3 125
50 33 X/7343-43 T521X336M050A(1)E075 165 10 75 1815 3 125
50 33 X/7343-43 T521X336M050A(1)E050 165 10 50 2200 3 125
63 4.7 D/7343-31 T521D475M063A(1)E300 29.61 10 300 900 3 125

μF
μ   

 DF MSL

(1) To complete KEMET part number, insert T = 100% Matte Tin (Sn) Plated, H = Standard Solder coated (SnPb 5% Pb minimum), N = Non-Magnetic 100% 
Tin  (Sn),  M = Non-Magnetic (SnPb). Refer to Ordering Information for additional detail.
Higher voltage ratings and tighter ESR may be substituted within the same size at KEMET's option. Voltage substitutions will be marked with the higher 
voltage rating. Substitutions can include better than series.
* Part numbers with an asterisk are not recommended for new designs. Please use the T521 series instead.
Refer to Ordering Information for additional detail.
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DF MSL

μF
μ   

63 4.7 D/7343-31 T521D475M063A(1)E075 29.6 10 75 1700 3 125
63 10 X/7343-43 T521X106M063A(1)E050 63 10 50 2200 3 125
63 15 X/7343-43 T521X156M063A(1)E035 94.5 10 35 2600 3 125
63 15 X/7343-43 T521X156M063A(1)E150 94.5 10 150 1300 3 125
75 4.7 D/7343-31 T521D475M075A(1)E075 35.3 10 75 1700 3 125
75 10 X/7343-43 T521X106M075A(1)E050 75 10 50 2200 3 125
75 15 X/7343-43 T521X156M075A(1)E035 1125 10 35 2600 3 125

μF
μ   

 DF MSL

(1) To complete KEMET part number, insert T = 100% Matte Tin (Sn) Plated, H = Standard Solder coated (SnPb 5% Pb minimum), N = Non-Magnetic 100% 
Tin  (Sn),  M = Non-Magnetic (SnPb). Refer to Ordering Information for additional detail.
Higher voltage ratings and tighter ESR may be substituted within the same size at KEMET's option. Voltage substitutions will be marked with the higher 
voltage rating. Substitutions can include better than series.
* Part numbers with an asterisk are not recommended for new designs. Please use the T521 series instead.
Refer to Ordering Information for additional detail.
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60%

assurance in long term reliability which should be demonstrated with data. A voltage derating can provide the desired level 
of demonstrated reliability based on industry accepted acceleration models. Since most applications do require long term 
reliability, KEMET recommends that designers consider a voltage derating, according the graphic above, for the maximum 
steady state voltage.

105°C to 125°C

90% of V
R

60% of V
R

V
R 
= Rated Voltage

Permissible AC ripple voltage and current are related to equivalent series resistance (ESR) and the power dissipation 
capabilities of the device. Permissible AC ripple voltage which may be applied is limited by two criteria:
a. The positive peak AC voltage plus the DC bias voltage, if any, must not exceed the DC voltage rating of the capacitor.

reverse voltage.
The maximum power dissipation must be reduced with increasing environmental operating temperatures. Refer to the table 
below for temperature compensation requirements.

 

1.00 0.70 0.25

T= Environmental Temperature
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Surge voltage is the maximum voltage (peak value) which may be applied to the capacitor.
The surge voltage must not be applied for periodic charging and discharging in the course of normal operation and cannot 
be part of the application voltage.
Surge voltage capability is demonstrated by application of 1,000cycles at relevant voltage at 105ºC and 125ºC.
The parts are charged through a 33 Ohm resistor for 30 seconds and then discharged though a 33 Ohm resistor for each 
cycle. 

–55ºC to 105ºC Up to 125ºC

2.5 3.3 1.7 2.2

6.3 8.2 4.2 5.5

10 13.0 6.7 8.7

16 20.8 10.7 13.9

20 26.0 13.4 17.4

25 32.5 16.8 21.8

35 45.5 23.5 30.5

50 65.0 33.5 43.6

Polymer electrolytic capacitors are polar devices and may be permanently damaged or destroyed if connected in the wrong 
polarity. These devices will withstand a small degree of transient voltage reversal for short periods as shown in the below 
table. 

25°C 15% of Rated Voltage

55°C 10% of Rated Voltage

85°C 5% of Rated Voltage

105°C 3% of Rated Voltage

125°C* 1% of Rated Voltage

*For series rated to 125°C
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T520/T521/T525/T530

   

W L S V1 V2 W L S V1 V2 W L S V1 V2

A 3216–18 1.35 2.20 0.62 6.02 2.80 1.23 1.80 0.82 4.92 2.30 1.13 1.42 0.98 4.06 2.04

B 3528–21 2.35 2.21 0.92 6.32 4.00 2.23 1.80 1.12 5.22 3.50 2.13 1.42 1.28 4.36 3.24

C 6032–25 2.35 2.77 2.37 8.92 4.50 2.23 2.37 2.57 7.82 4.00 2.13 1.99 2.73 6.96 3.74

D 7343–31 2.55 2.77 3.67 10.22 5.60 2.43 2.37 3.87 9.12 5.10 2.33 1.99 4.03 8.26 4.84

H 7360-20 4.25 2.77 3.67 10.22 7.30 4.13 2.37 3.87 9.12 6.80 4.03 1.99 4.03 8.26 6.54

L 6032-19 2.35 2.77 2.37 8.92 4.50 2.23 2.37 2.57 7.82 4.00 2.13 1.99 2.73 6.96 3.74

M 3528-15 2.35 2.20 0.92 6.32 4.00 2.23 1.80 1.12 5.22 3.50 2.13 1.42 1.28 4.36 3.24

Q 7343-12 2.55 2.77 3.67 10.22 5.60 2.43 2.37 3.87 9.12 5.10 2.33 1.99 4.03 8.26 4.84

T 3528–12 2.35 2.20 0.92 6.32 4.00 2.23 1.80 1.12 5.22 3.50 2.13 1.42 1.28 4.36 3.24

U 6032–15 2.35 2.77 2.37 8.92 4.50 2.23 2.37 2.57 7.82 4.00 2.13 1.99 2.73 6.96 3.74

V 7343–20 2.55 2.77 3.67 10.22 5.60 2.43 2.37 3.87 9.12 5.10 2.33 1.99 4.03 8.26 4.84

W 7343–15 2.55 2.77 3.67 10.22 5.60 2.43 2.37 3.87 9.12 5.10 2.33 1.99 4.03 8.26 4.84

X1 7343–43 2.55 2.77 3.67 10.22 5.60 2.43 2.37 3.87 9.12 5.10 2.33 1.99 4.03 8.26 4.84

Y1 7343–40 2.55 2.77 3.67 10.22 5.60 2.43 2.37 3.87 9.12 5.10 2.33 1.99 4.03 8.26 4.84

Density Level A: 

solder processes. 

Density Level B:

Density Level C: For high component density product applications. Before adapting the minimum land pattern variations the user should perform 

¹ Height of these chips may create problems in wave soldering.
2 Land pattern geometry is too small for silkscreen outline.
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