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Railway UTS

Secure for indoor applications Flame retardant material

The solution for indoor applications 
using 1 standard AWG16 contact

Water jet & underwater proof IP68/IP69K

Easy to handle  Ergonomic design

Wire sealing  Grommet option

Up to 23 contacts #16High contact density

Lightweight and sealed
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SOURIAU on the railway market

The SOURIAU solution offers a wide range 

of connector layouts providing a simplified 

process from purchasing to harnessing: 

1 type of contact to order, to manage, 

to stock, to crimp for a wide range of 

connectors.

SOURIAU’s standardisation policy is the 

best compromise between technology and 

cost.

SOURIAU connectors ensure the continuity 

of the network with railway qualified 

connectors integrating new technologies: 

copper contacts, Quadrax and fibre optics 

to transfer high speed Ethernet and other 

data protocols.

SOURIAU, along with its customers is 

committed to the research of energy 

efficiency and sustainability.

The use of lightweight materials, fiber optics 

and high contact density contribute to the 

weight reduction of train equipments and 

help railway operators to save energy.
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Railway UTS

Technical features

• Housing:thermoplastic
• _>500hourssaltsprayresistant
• Bayonetcoupling
• Matingcycles:250matingcycles
• Vibration&shocks:sinusoïdalvibrationsper 
 CEI60512-4from1to2000Hz
• Maxcurrentpercontact:15Amps

• Insulationresistance:5000MΩ
• Withstandingvoltage:2550VacfollowingNFF61030
• Flammabilityrating:UL94-VO, 
 I2F3/I3F2followingNFF16-101/16-102
• Sealing:IP68/69Kwithsuitableaccessories
• Operatingtemperature:-40°C/+105°C
 40/100/21perNFF61-030

Ordering information

UTS
UTS 
UTS
UTS

0
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6
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14
14
14
14

12
12
12
12

S
P
P
S

N
N
N
N

Shell style:
     0:Squareflangereceptacle
     1: In line receptacle
     6:Cableplug
     7:Jamnutreceptacle

Shell size:
     10–12–14–16–18    

Contact layout:seepage4

Contact type:
     P: Pin
     S: Socket

Orientation:
     No letter: standardversion
     W,X,Y,Z:differentorientations(consultfactory)

Rated insulation voltage U
Nm

* according to EN 50-124-1: 

"Railway applications - Insulation coordination". 

TheratedinsulationvoltageUNm*isgivenperlayout
accordingto:
• overvoltagelevel:
 - OV3meansa2500Vratedimpulsevoltage

• pollutiondegreeoftheenvironment:
 - PD2meansonlynonconductivepollutionoccursexceptthat 

  occasionallyatemporaryconductivitycausedbycondensationis 

  tobeexpected

 - PD3meansconductivepollutionoccursordrynonconductive 

  pollutionoccurswhichbecomesconductiveduetocondensation 

  whichistobeexpected

• creepageandclearance,dependingontheinsert 
 andthetypeofthecontactsused:
  forlayoutsthatuseAWG16contactswerecommendtouseshorter 

  femalecontacts(RC16M23GE7K)toreachahigheroperating 

  voltagelevel.

U
Nm

* is not the working voltage.

U
Nm

* has to be chosen according to the voltage of the 

power supply U
n
.

*DefinitionofUNmratedinsulationvoltage(EN50-124-1):r.m.s.withstandvoltagevalue
assignedbythemanufacturertotheequipmentortoapartofit,characterizingthespecified
(long-term)withstandcapabilityofitsinsulation.NOTE:Theratedinsulationvoltageisnot
necessarilyequaltothe-ratedvoltageofequipmentwhichisprimarilyrelatedtofunctional
performance.

Exampleforabatterysupplysystem:

ExtractfromEN50-124-1AppendixD

FormoredetailspleaserefertoUTScatalog.

PowersupplyVoltage
U

n

MinimumratedinsulationvoltageUNmof
theelectricalcircuiton:

Batterysupply
system(V)

Rollingstock(kV) Fixedinstallations
(kV)

24&36 0.05 0.05

48&72 0.1 0.1

110&120 0.15 0.15
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Railway UTS

Contact layouts

2 1

10-3P

10-3

3Ø1.6(#16)

UNm

300V-OV3-PD2
220V-OV3-PD3

UNm

150V-OV3-PD2
150V-OV3-PD3

A

C

BD

10-04P

10-4

4Ø1.6(#16)

UNm

300V-OV3-PD2
220V-OV3-PD3

2Ø2.4(#12)
2Ø1.0(#20)

3

4 2

1

102W2

Size 10

UNm

300V-OV3-PD2
260V-OV3-PD33 2

1

12-4P

12-4

4Ø1.6(#16)

E

F

H

B

C

D

G A

12
-8P

12-8

8Ø1.6(#16)

UNm

150V-OV3-PD2
100V-OV3-PD3

Size 12

UNm

300V-OV3-PD2
220V-OV3-PD3

142G1

3Ø3.6(#8)

UNm

300V-OV3-PD2
260V-OV3-PD3

25

6

14-7P

1

34

14-7

7Ø1.6(#16)

UNm

150V-OV3-PD2
80V-OV3-PD3

J
A

B

C

D

EF

G

H

14-12P

K

L

M

12Ø1.6(#16)

14-12

Size 14

UNm

150V-OV3-PD2
80V-OV3-PD3

Size 18

A B

C

D

E

F

G
HJ

K

L

M

N

P
R S

T

UV

W

X Z

18-23P

Y

18-23

23Ø1.6(#16)
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Railway UTS

Note : all dimensions are in mm

Square flange receptacle

Receptacle

C

B

L

Ø
A

Ø3.
2

D

Front view

Part number
Shell size L ØA B C D

For female contacts

UTS0104S 10

31.7

15

11.35
2.3

23.8

UTS0128S 12 19 26.2

UTS01412S 14 22.2 28.6

UTS01823S 18 28.5 2.5 33.3

Part number
Shell size L ØA B C D

For male contacts

UTS0104P 10

31.7

15

11.35
2.3

23.8

UTS0124P
12 19 26.2

UTS0128P

UTS01412P 14 22.2 28.6

UTS01823P 18 28.5 2.5 33.3
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Railway UTS

 Jam nut receptacle

Note : all dimensions are in mm

L1
L2

L3

Ø
A

Ø
A

Ø
A

Part number
Shell size L1 L2 L3 ØA B C D Connector type Termination

For male contacts

UTS7103P

10

33.9

14.9

19.3

27 22.2

UTS standard

UTS7104P

UTS7102W2P

UTS7124P
12 19 31.8 27

UTS7127P

UTS7142G1P

14

35.75

22.2 34.9 30.2UTS7147P

33.9UTS71412P

UTS71823P 18 28.5 41.3 36.6

UTS7GN104P 10 41 14.9 27 22.2

Discrete wire
sealing

Nut and
grommet

UTS7GN128P 12 40.7 19 31.8 27

UTS7GN147P
14 43 22.2 34.9 30.2

UTS7GN1412P

UTS7GJC104P 10 70.5 14.9 27 22.2

Cable gland
and grommet

UTS7GJC128P 12 74 19 31.8 27

UTS7GJC147P
14 80.5 22.2 34.9 30.2

UTS7GJC1412P

Part number
Shell size L1 L2 L3 ØA B C D Connector type

For male contacts

UTS7103S

10

33.9 - -

14.9

19.3

27 22.2

UTS standard

UTS7104S

UTS7102W2S

UTS7124S
12 19 31.8 27

UTS7127S

UTS7142G1S

14 22.2 34.9 30.2UTS7147S

UTS71412S

UTS71823S 18 28.5 41.3 36.6
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Railway UTS

Plug with cable gland

Plug with grommet

Plug

Note : all dimensions are in mm

L

L

Ø
A

Ø
A

Part number
Shell size L ØA Termination

Only available for female contacts

UTS6GN104S 10 32 26.2

Nut&grommet
UTS6GN128S 12 32.3 29.7

UTS6GN147S
14 32 34.6

UTS6GN1412S

UTS6GJC104S 10 61.5 26.2

Cablegland&grommet
UTS6GJC128S 12 64.5 29.7

UTS6GJC147S
14 70 34.6

UTS6GJC1412S

Part number
Shell size L ØA Termination

For male contacts For female contacts

UTS6JC103P UTS6JC103S

10 63.2 26.7

Cablegland

UTS6JC104P UTS6JC104S

UTS6JC102W2P UTS6JC102W2S

UTS6JC124P UTS6JC124S
12 66.7 30.2

UTS6JC128P UTS6JC128S

UTS6JC142G1P UTS6JC142G1S

14 71.5 35.1UTS6JC147P UTS6JC147S

UTS6JC1412P UTS6JC1412S

UTS6JC1823P UTS6JC1823S 18 81.3 42
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Railway UTS

 In line receptacle with accessories

In line receptacle

Note : all dimensions are in mmForfurtherinformation,clickherewww.railway-connectors.com
Orcontactusclickherecontactindustry@souriau.com
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L1

L2

Ø
A

Ø
A

Ø
B

Ø
B

Part number
Shell size L1 L2 ØA ØB Connector type Termination

For male contacts

UTS1JC103P

10 70 14.9 26.7

UTS standard

UTS1JC104P

UTS1JC102W2P

UTS1JC124P
12 74 19 30.1

UTS1JC127P

UTS1JC142G1P

14 78.5 22.2 35.1UTS1JC147P

UTS1JC1412P

UTS1JC1823P 18 89 28.5 42

UTS1GN104P 10 40.9 14.9 26.2

Discrete wire
sealing

Nut and
grommet

UTS1GN128P 12 40.9 19 29.7

UTS1GN147P
14 43 22.2 34.6

UTS1GN1412P

UTS1GJC104P 10 70.7 14.9 26.2

Cable gland
and grommet

UTS1GJC128P 12 74.5 19 29.7

UTS1GJC147P
14 80.5 22.2 34.6

UTS1GJC1412P

Part number
Shell size L1 L2 ØA ØB Connector type Termination

For female contacts

UTS1JC103S

10 70

-

14.9 26.7

UTS standard

UTS1JC104S

UTS1JC102W2S

UTS1JC124S
12 74 19 30.1

UTS1JC127S

UTS1JC142G1S

14 78.5 22.2 35.1UTS1JC147S

UTS1JC1412S

UTS1JC1823S 18 89 28.5 42
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